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PREFACE

One of the major responsibilities of the Utah Division of Water Resources is comprehensive water planning.
Over the past 15 years, the Division has prepared a series of documents under the title "Utah State Water
Plan." This included a statewide water plan and an individual water plan for each of the state’s eleven major
river basins. Preparation of these plans involved major data collection programs, extensive inter-agency
cooperation and public outreach. Much was learned through this process. State, local, and federal water
planners and managers obtained valuable information for their programs and activities and the public
provided meaningful input to improve the state’s water planning process.

This document is the latest in the "Utah State Water Plan" series and is intended to introduce and promote
conjunctive management with aquifer storage and recovery in Utah. It describes some of the problems facing
Utah’s ground water resources and shows how conjunctive management offers proven methods to mitigate
some of these problems and thus more fully utilize the available water supply. In addition to providing a
resource to the general public, this document is intended to encourage professionals in the water supply
industry to investigate and implement these concepts. It can also help them navigate some of the legal and
institutional requirements for actual projects. Another intent is to encourage community and government
leaders to facilitate projects through such actions as setting aside lands that are uniquely situated to allow
underground water storage. This document explains conjunctive management and aquifer storage and
recovery concepts, provides examples of past and present projects, and identifies specific opportunities for
future projects. Finally, it provides a guide to project implementation and a valuable list of related
information sources to assist in putting these concepts into practice.

In addition to this printed document, a “pdf” version is available on the Internet at the Utah Division of Water
Resources, State Water Plan web page www.water.utah.gov/waterplan/. Such access facilitates better
planning and management at the state and local level. Web pages also provide a convenient mode for readers
to provide comment and feedback to the Division regarding its water planning efforts. Reader comments
regarding this publication are welcome.
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EXECUTIVE SUMMARY

Utah’s surface water and ground water are among its
most valuable resources. Water delivered to farms,
homes, businesses and other enterprises is essential
to the life, health and productivity of Utah’s citizens.
Rapid population growth and the ever-present threat
of drought have brought renewed emphasis to water
supply issues in recent years. As a result, water
managers and planners are seeking innovative ways
to meet future water needs and avoid serious
problems. Conjunctive management has received
increased attention as a strategy that has the potential
to help alleviate problems.

Conjunctive Management of Surface and Ground
Water in Utah helps satisfy the need for more
detailed information about conjunctive management
strategies and its potential to help meet growing
demand in Utah and help mitigate other ground
water problems. It highlights the successful
implementation of various conjunctive management
projects throughout the United States and in Utah,
and focuses on the important role this technology
can play in Utah’s future. This document will be a
useful guide and reference for local and state
decision-makers, water providers, and government
agencies interested in conjunctive management. It
will also help those in the general public who wish
to make contributions to conjunctive management
decisions being made by local, state and federal
government officials.

The following paragraphs summarize the main
points of each chapter:

CHAPTER 1
INTRODUCTION

management is one strategy that has potential to help
meet Utah’s growing water needs.

Conjunctive management is the coordinated and
combined use of surface water and ground water that
results in the optimal use of both resources.
Elements of conjunctive management include:

» Use more surface water and less ground
water when surface water is available during
wet periods. (Wet periods include annual
spring snowmelt runoff and consecutive
years of above-normal precipitation.)

> Store unused surface water above ground
and underground during wet periods.

» Take water out of surface and ground water
storage during dry periods. (Dry periods
include annual summer months and
consecutive  years of  below-normal
precipitation.)

> Use more ground water during dry periods

when insufficient surface water is available
in streams and reservoirs.

Although conjunctive management projects do not
always involve storage of excess surface water
underground, intentionally recharging aquifers when
water is available and recovering it when needed is a
common and critical element of most conjunctive
management projects.  Although this practice,
known as aquifer storage and recovery (ASR), is
common in many parts of the United States and the
world, it has been used only a few times in Utah.

CHAPTER 2
ISSUES RELATING TO AQUIFERS

During the period of 1990 to 2000, Utah grew at the
fourth fastest rate of any state in the nation. This
growth, coupled with several years of prolonged
drought, has brought water supply issues to the
forefront of public attention. Because most of
Utah’s readily available water supplies are already
developed, and the population continues to increase,
water suppliers will need to implement innovative
water management and development strategies to
meet future water demands. Conjunctive

Xi

In addition to growing water demands and drought,
there are other reasons for Utah water suppliers to
implement conjunctive management strategies.
These include the steady decline of ground water
levels in several of the state’s aquifers, which, if left
unchecked, could have serious consequences. These
include excessive ground water depletion leading to
aquifer compaction and subsidence, surface
cracking, damage to buildings and other
infrastructure; intrusion of brackish or contaminated
ground water into drinking water aquifers; reduced
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flows to wetlands and other valuable wildlife
habitat; and increased costs to pump ground water.

Ground water aquifers in Utah are naturally
recharged by precipitation and subsequent runoff in
rivers and streams, which infiltrates into the ground.
Coarse-grained materials located at the mouth of
canyons and near the mountain fronts serve as the
primary recharge zones for many of the state’s
aquifers. Declining ground water levels are the
result of many human activities. Diversion of water
from streams, urban development in river deltas and
other recharge zones, and over pumping all cause
ground water levels to decline. In addition to these
activities, ground water rights in several aquifers in
the state have been over-appropriated, and, if fully
developed, could cause ground water levels to
decline to critical levels. Although current ground
water withdrawals exceed estimated rates of natural
recharge in only a few areas, the potential for this
exists in several additional areas.

Conjunctive management of surface and ground
water can be employed to help stabilize ground
water levels and avoid associated problems. While
the opportunities for conjunctive management are
limited in some areas experiencing problems, this
strategy has the potential to improve the situation or
avoid problems in other areas. Water managers and
policy-makers should seriously consider the benefits
of conjunctive management strategies when
addressing ground water issues.

CHAPTER 3
CONJUNCTIVE MANAGEMENT:
STRATEGIES AND SOLUTIONS

There are two main conjunctive management
strategies that can be employed. One strategy is
commonly known as conjunctive use—the
deliberate, planned and coordinated use of surface
and ground water resources (without an aquifer
storage and recovery component). Many individual
water suppliers that hold significant surface and
ground water rights already practice conjunctive use
within their own water system by using surface
water to meet base demands and ground water wells
to meet peak demands. The benefits of this strategy
could be greatly increased by several water suppliers
within a region jointly coordinating the use of both

Xii

resources.  This helps to optimally utilize all
available water resources.

The other main conjunctive management strategy
includes conjunctive use, but also employs the
concept of aquifer storage and recovery (ASR). This
entails intentionally storing surface water in
underground aquifers in order to extract it later when
needed. It is not always possible to build surface
reservoirs and treatment facilities large enough to
capture all the available surface water runoff;
therefore, when excess surface water is available,
ASR can be employed. ASR may also be a more
viable option in areas where the water users are
unable to work together to employ conjunctive use
strategies.

One ASR method involves placing water in surface
spreading basins in the primary recharge areas above
the target aquifers and later withdrawing that water
from locations in the aquifer influenced by the
recharge. The best locations for surface spreading
include river deltas and at the mouth of the canyons
near a water source of sufficient size. A second
ASR method employs drilling wells and injecting
water into the target aquifer for storage. This ASR
well and other wells may then be used to withdraw
the water that has been stored underground.

CHAPTER 4
PAST AND PRESENT
CONJUNCTIVE MANAGEMENT EXPERIENCES

Conjunctive management has a fairly long history
throughout the United States. Water suppliers in
Utah who hold significant surface water and ground
water rights have employed small-scale conjunctive
use for many years.

Investigations into ASR began in Utah as early as
1936. These pioneering studies took place in Davis
and Salt Lake counties and demonstrated the
feasibility of the concept and laid the groundwork
for subsequent projects. The first permanent project
was constructed in 1995 in the Salt Lake Valley by
the Jordan Valley Water Conservancy District.
Since then, viable ASR projects have been
implemented in Brigham City and Washington
County.
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In addition to these existing projects, Weber Basin
Water Conservancy District has constructed a pilot
project near the mouth of Weber Canyon and
Metropolitan Water District of Salt Lake and Sandy
is currently planning an ASR project near the mouth
of Big Cottonwood and Little Cottonwood canyons.

CHAPTER S5
PROSPECTIVE CONJUNCTIVE
MANAGEMENT PROJECTS

The Utah State Legislature became interested in
conjunctive management in 1977 during one of the
most severe single-year droughts in the state’s
history. During the legislative session that year, the
legislature directed the Utah Division of Water
Rights to conduct a feasibility study on artificial
ground water recharge along the Wasatch Front. As
a result of this legislation, three studies were
prepared that identified viable recharge sites from
Weber County in the north to Utah County in the
south. These studies determined that ASR was
feasible, but was not needed at that time due to the
availability of other cheaper water supplies.
However, these studies still recommended that
action be taken to preserve available recharge sites
for projects that would be needed in the future.
Unfortunately, these recommendations were not
followed. As a result, many of the sites identified
are no longer available.

The Utah Division of Water Resources believes that
conjunctive management is a viable technology that
will eventually become more common in Utah. The
Division has prepared a list of areas throughout the
state that it believes have potential. These areas
were determined by the presence of the following
conditions: rapid population growth, declining
ground water and available surface water supplies.
Local water providers interested in pursuing projects
in these and other areas will need to carefully
consider a variety of issues and local conditions in
order to determine the feasibility of such projects.

CHAPTER 6
PROJECT IMPLEMENTATION

Conjunctive management projects can be simple or
complex. They all require detailed investigation and
planning in order to be implemented successfully.

Xiii

Large conjunctive use projects require coordination
of surface and ground water deliveries across
jurisdictional boundaries and also may require
interconnections between multiple systems in order
to fully optimize resource use.  Typically, water
suppliers that utilize surface water are not the same
as those who utilize ground water, which can make it
difficult to coordinate management. Such efforts
would require careful negotiations and written
agreements between all participating entities.

While ASR projects are more technologically
complex, they typically do not require the broad
participation and cooperation between multiple
water supply entities that large conjunctive use
projects necessitate. In order for ASR projects to be
successful, however, a carefully planned and phased
approach is recommended. These phases include:
(1) Preliminary Feasibility ~Assessment and
Conceptual Design; (2) Field Investigations and Test
Program; and (3) Full-scale Project Development.

ASR projects are subject to regulatory requirements.
In 1991, the legislature enacted the Ground Water
Recharge and Recovery Act. This act requires that
those proposing to store water in an aquifer for
subsequent withdrawal obtain a recharge permit and
a recovery permit. Also, any stream alteration or
new well required by the project will need an
associated permit. ASR projects are also subject to
the normal water quality regulations that prohibit the
pollution of the state’s water bodies. While the
requirements for surface recharge may be minimal,
water put into the aquifer through ASR wells must
be treated so as to not degrade the native ground
water.  Careful monitoring of water quality is
required. Modeling of ground water movement may
also be necessary to ensure that major project design
assumptions prove correct.

There are many funding sources available to assist
water suppliers who wish to implement conjunctive
management projects. Congress, as part of the
Central Utah Project Completion Act of 1992,
authorized $10 million for conjunctive management
projects. As of July 2005, $8 million of this funding
was still available for projects located in Weber,
Davis, Salt Lake, Utah and Wasatch counties. These
funds require appropriation by  Congress.
Application for these funds is handled by the Utah
Division of Water Resources, and funds are
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administered by the Central Utah Water
Conservancy District. Other federal funding sources
include the Bureau of Reclamation, Army Corp of
Engineers, and the Department of Agriculture. State
of Utah funding sources include the Board of Water
Resources, Community Impact Board, and Drinking
Water Board.

CHAPTER 7
CONCLUSIONS AND RECOMMENDATIONS

While conjunctive management strategies are not
completely new to Utah, only a handful of projects
have been implemented. In light of the state’s
continuing population growth, the constant threat of
drought, ground water level declines, over-
appropriated ground water basins and all the
associated problems and challenges, broader
adoption of conjunctive management strategies
makes a lot of sense.

The Utah Division of Water Resources recommends
that local leaders and water suppliers consider

Xiv

conjunctive management strategies as an option to
help them meet their future water needs and avoid
ground water problems. While conjunctive
management may not be able to solve all these
problems or be implemented in every area, it can and
likely will, play an important role in some areas.
Local leaders need to recognize the value of primary
aquifer recharge zones and protect the most sensitive
areas from unnecessary development. Flood
retention reservoirs and debris basins are appropriate
structure to locate in these areas, as they will
enhance the natural recharge and allow excess runoff
to be stored underground for future use.

The Utah Division of Water Resources also
recommends that a web page be developed, which
contains links to ground water data available from
various agencies on the Internet. Once completed,
this web page would become a valuable portal to
essential data and other technical information that is
necessary to begin a conjunctive management
project. The Utah Geological Survey is willing to
develop and maintain this web page.
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INTRODUCTION

There is nothing new about the need for water in
Utah. What is new is the ever-increasing strain be-
ing put on the fixed amount of water naturally avail-
able. After 150 years of continuous population in-
crease, in most cases all but the most difficult water
sources have been developed. Adding to this chal-
lenge is the fact that surface and ground water rights
have been granted in excess of the amount of water
physically available. As a result, ground water
pumping has exceeded natural recharge resulting in
ground water level declines in several areas of the
state. In some cases this has caused problems for the
aquifer. Utah's latest drought has served to heighten
awareness of these issues.

This combination of factors has prompted several
water suppliers in the state, and the

reliable. Aquifer storage and recovery can also help
mitigate aquifer damage. Details of the situation and
these concepts are discussed in this report.

POPULATION GROWTH AND WATER DEMAND

As would be expected, increased population causes
increased water demand. This was true in the past
and will continue to be true in the future. As indi-
cated by the slope of the lines in Figure 1, Utah’s
population grew at a relatively modest pace during
the first 100 years of the state's history (1850 to
1950). During the next 50 years (1950-2000), the
growth was much more rapid. The latest population
projections from the Governor's Office of Planning
and Budget predict that Utah’s population will more

Utah Division of Water Resources, to

investigate conjunctive management —
the coordinated and combined use of

2050 — 5.4 Million

ol

surface water and ground water — to
better manage water supplies in order
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to meet growing needs. In addition,
aquifer storage and recovery allows
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existing water sources to be more
fully utilized by using underground
aquifers to store excess water supplies
until needed. Conjunctive manage-
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ment cannot solve every water supply
problem. However, in specific loca-
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tions and under the right conditions it
may be beneficial. When properly
applied, this technology improves wa-
ter system efficiency, increases the
total amount of usable water, and
makes the overall water supply more
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Figure 1, Utah Population Trend and Projection

Source: Utah Governor’s Office of Planning and Budget, 2005
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than double from 2.3 million in 2000 to about 5.4
million in 2050.

A comparison of the state’s projected population
growth through 2050, with historic population fig-
ures for each of the past half-century increments,
shows a significant trend. Table 1, column 4, shows
the average annual population increase for each of
the four, 50-year increments depicted graphically in
Figure 1. Both Figure 1 and Table 1 illustrate the
rate at which population has increased in the state
during those time periods. Although the yearly rate
of increase shown in column 5 has actually de-
creased from 6.6 percent per year to 1.8 percent per
year, the average annual population increase has
risen dramatically. The average annual population
increase during the current 50-year period (62,708
people/year) is 11.8 times greater than the first 50-
year period (5,305 people/year). This steadily in-
creasing growth rate presents a major challenge to
meet water demands. Water suppliers need to invest
in equipment and distribution systems at a much
faster pace today than in the past.

By way of perspective, during the decade from 1990
to 2000, Utah was the fourth fastest growing state in
the country (see Figure 2). In April 2005 the U.S.
Census Bureau ranked Utah fifth in the nation for
growth rate based on population projections for 2000
to 2030. Utah is part of the nations fastest-growing

Rankings determined by percentage change in population based on 1990 and
2000 Census figures for states in the U.S.

Figure 2, The Nation’s Five Fastest Growing States and
Growth Rate Rankings of Other Western States

Source: Census 2000

region, the Mountain West, expected to grow by 65
percent during that time. By contrast, the nation is
expected to grow by 29 percent during that time.

Figures 3 and 4, and the related discussions, describe
the type and amounts of water withdrawals for the

TABLE 1
Utah Rate of Population Increase Over Time

2 4 5
Average Annual
Total Population Population In- Increase Rate Per-
Population Increase During crease cent per Year
50-year Interval People per year
1850 11,380
265,369 5,307 6.6 %
1900 276,749
412,113 8,242 1.8%
1950 688,862
1,544,307 30,886 24 %
2000 2,233,169
3,135,398 62,708 1.8%
2050 5,368,567

Analysis by Utah Division of Water Resources, May 2005.

Population data from Utah Governor’s Office of Planning and Budget, January 2005.
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Figure 3, Utah Irrigation and Public Water Supply Withdrawal Trends, 1960-2000

Source: Data from USGS, 2000, analysis from Utah Division of Water Resources, 2005.

state of Utah. The data was derived from a series of
reports titled Estimated Use of Water in the United
States published every five years by the U. S. Geo-
logical Survey.

In 2000, the latest year data is available, total water
withdrawals for the year in Utah were 5,561,198
acre-feet. Of this, 5,333,705 acre-feet (96%) was
freshwater while 227,494 acre-feet (4%) was saline.
Table 2 shows the breakdown of freshwater with-
drawals. The saline withdrawals break down to
221,803 acre-feet (97.5%) for mineral extraction and
5,691 acre-feet (2.5%) for industrial purposes.

Water conservation is a very important principle that
began to be applied generally nationwide and in
Utah in about 1980. The result was an immediate
and continuing reduction of both surface water and
ground water withdrawals. Conservation and its
benefits continue to this day.! All of the following
analyses include the positive effects of water con-
servation in Utah.

Figure 3 shows water withdrawals from 1960 to
2000 for irrigation and public water supplies in
Utah. Together these account for the majority
(94.5%) of the freshwater withdrawals in the state.
The intent of this figure is not to show specific data
points for each year, but to show the overall trends
in water supply withdrawals based on those data.
Although actual data points fall above and below the
trend lines and the slope of total irrigation water use
has undoubtedly flattened in recent years, this graph
shows the general direction of water demand. It also
shows how much of that demand has been satisfied
by surface water and ground water from 1960 to
2000. The slopes of the trend lines indicate how fast
water withdrawals are increasing and are summa-
rized in Table 3. The table shows the rate at which
the various categories and totals are increasing for
the state and the amounts of additional water that
must be supplied each year.

Figure 3 and Table 3 provide an important insight
into the trends in total amount of water contained in
underground aquifers. The increasing demand for
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TABLE 2
Freshwater Withdrawals in Utah During 2000
Irrigation 4,324,050 81.1 %
Public Supply 714,700 13.4 %
Aquaculture 129,946 2.4 %
Thermoelectric 69,678 13%
Industrial 47,833 0.9 %
Mining 29,462 0.6 %
Domestic 18,036 0.3%
Total 5,333,705 100.0 %
Withdrawal data, including categories, from U.S. Geological
Survey, 2000.
Analysis by Utah Division of Water Resources, 2004.

surface water has been satisfied by diverting more
water from streams. Overall streamflow reduction
results in less water being available to recharge
ground water every year, especially for river delta
aquifers.  Simultaneously, ground water withdraw-
als are increasing every year. In other words, less
water enters the aquifers and more water is taken out
of the aquifers every year. This "double negative"
results in an overall withdrawal of more than 6,307
acre-feet per year in the total amount of water in
Utah’s aquifers. Considering the rate of population
increase is itself increasing, this overall rate of de-
cline in aquifer water volume will also increase with
time. Such volume declines will occur primarily
where population increases take
place. Details of the mecha-

son indicates Utah uses a relatively low percentage
of ground water to provide irrigation withdrawals.
Further, the percentage of the irrigation withdrawals
derived from ground water has not changed much
over time. Note that this discussion is for the state
as a whole. There are areas in Utah, such as Beryl-
Enterprise and Milford, where ground water pro-
vides a high percentage of the water for irrigation.
Such areas will need to give the attention needed to
manage and recharge the aquifers to allow their use
for the longest possible time.

Figure 4 also indicates that from 1960 to 2000 the
percentage of the state’s public water supply derived
from ground water averaged about 55 percent. This
is higher than the national average of 36 percent for
that same time period. As shown, this comparison
indicates Utah relies on ground water to provide a
significant portion of public supplies. Most rural
communities rely on ground water exclusively.

WATER SUPPLY AND DROUGHT

Utah receives the second lowest amount of precipita-
tion of all the states in the country, averaging only
13 inches per year. Whether water demands are met
using surface water or ground water, the ultimate
source of both is precipitation in the form of rain and
snow. Reduction or interruption of that natural wa-
ter supply, caused by drought, has an immediate
negative impact. The longer the drought, the greater
the impact. Hence, some discussion of drought is
appropriate.

If Utah’s limited precipitation were available evenly
and uniformly from year to year, it would be much
easier to match supply with demand. Unfortunately

nisms involved and the impacts
to ground water levels in spe-
cific instances will be discussed
throughout Chapter 2.

Figure 4 indicates that from

Withdrawal Type

TABLE 3

Water Withdrawal Rate Increases For Surface Water and
Ground Water For Irrigation and Public Supply in Utah, 1960 to 2000

Ground Water Total

3,641 AF/Year

Surface Water

6,124 AF/Year

6,251 AF/Year 2,666 AF/Year

1960 to 2000 the percentage of Irrigation
the state’s irrigation withdrawals Public Supply
derived from ground water aver-

aged about 12 percent. This is Total

12,375 AF/Year 6,307 AF/Year

lower than the national average
of 37 percent for that same time
period. As shown, this compari-

Withdrawal data from U.S. Geological Survey, 1960 to 2000.
Analysis by Utah Division of Water Resources, 2005.

9,765 AF/Year
8,917 AF/Year

18,682 AF/Year
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precipitation patterns are inconsistent—wet periods
of varying length are interspersed with dry periods
of different length. While wet periods present few
problems in terms of water demand, the dry or
drought periods cause significant challenges. Dur-
ing droughts, demand may exceed supply and stored
water is consumed to meet needs. Since drought is
an inescapable part of water management, a brief
description of its nature and effects on water supply
is provided.

The National Weather Service has divided Utah into
seven climatic regions as shown in Figure 5. Pre-
cipitation, temperature, and time are combined to
develop the Palmer Hydrologic Drought Index for
each region. Figure 6 is a plot of this index for the
Northern Mountains region and shows the nature of
drought patterns. Other climatic regions in the state
exhibit similar patterns. Positive numbers indicate
wet years shown in blue. Negative numbers indicate
dry years shown in brown. The Palmer Hydrologic

Drought Index is simply a record of past history and
is not a reliable predictor of specific future events.
However, several insights can be gained by analyz-
ing this index.

» Precipitation patterns do not follow any re-
peating periodic time intervals.

» A period of wet years is typically followed
by a period of dry years.

» The length of wet and dry times is variable.

» There are no indicators of when a pattern
change might be imminent.

Drought, a prolonged period of dryness, has numer-
ous negative impacts. An examination of drought in
the state using the Palmer Hydrological Drought In-
dex is contained in Appendix 1, Brief Analysis of
Drought in Utah. Results of this analysis from 1895
are summarized as follows.

» Every region in Utah experiences drought.
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Figure 6, Palmer Hydrological Drought Index for the Northern Mountains of Utah

Source: Utah Division of Water Resources, 2005

During most drought periods, most regions
of the state are experiencing drought simul-
taneously.

The average drought lasts from 5 to 7 years,
depending on climatic region.

The five longest droughts lasted from 8 to
13 years, depending on climatic region.
The interval between extended droughts is
quite variable and cannot be predicted.

Some additional observations regarding drought are
relevant to this discussion.

>

>

Records of past droughts give some insight
into future droughts.

Population increases result in each succeed-
ing drought impacting more people.

» Therefore, the impact of drought increases
with time.

» Given the limited water supply and popula-
tion increases, the problem of meeting de-
mand during drought increases with time.

These analyses and observations suggest water sup-
pliers should use all possible methods to optimize
water supplies including conjunctive management.
Droughts will occur and it is best to prepare now for
the next one.

CONJUNCTIVE MANAGEMENT OF WATER

After more than 150 years of expansion, most of the
inexpensive water sources in Utah have been devel-
oped. With rising water demands, variability of the
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water supply, drought, and increased environmental
concerns, it is clear that achieving the greatest effi-
ciency of water use is essential. Conjunctive man-
agement of surface water and ground water can help
to achieve this goal. Several factors argue for adop-
tion of conjunctive management; these include:

» Increasing water demand.

» Fewer opportunities to build surface reser-
VOirs.

» Declining ground water levels due to ground
water mining.

» Need to maintain minimum stream flows for
wildlife and their habitat.

Occasionally, the managing of surface water and
ground water has not been a fully coordinated.
Sometimes each has been used independently, with-
out consideration of their inter-connection. Using
surface water without considering ground water, or
vice-versa, is like having a joint checking account
and both parties withdrawing funds without discuss-
ing it with one another. The risk of overdrawing the
account is very high. Likewise, surface water and
ground water need to be used and managed together
S0 as not to overdraw the total resource.

In nature, ground water and surface water are very
much connected. Figure 7 depicts this along the
Wasatch Front. In the mountains, rain and snowmelt
contribute to streamflow, and some of all three of
those waters soaks into the ground. Thus, the moun-
tains are a ground water recharge area. Sometimes,
when streamflow diminishes later in the year, that
ground water can flow back into the stream. Some-
times water will leave a stream at one location to
become ground water. Then ground water will re-
enter the same stream at another location. Thus, at
one time, or location, the stream is losing water
while at another time, or location, the same stream is
gaining water.

When the mountain stream reaches the river delta,
porous sand and gravel allows water to be lost from
the stream into the ground. In addition, precipitation
falling on the mountains at higher elevations, soaks
into the ground and flows underground to the delta
aquifer. Precipitation also falls directly onto the po-
rous recharge areas along the benches. All of these
replenish the delta aquifers from which pumped
wells obtain water. Water entering the ground at

higher elevations creates flow in the aquifer under
some pressure. This often results in ground water
finding its way to the surface to become a spring. In
addition, a well drilled into an aquifer having
enough pressure will allow water to flow without
pumping, this is known as a flowing or artesian well.
See Appendix 2, Ground Water and Aquifer Con-
cepts, for a more detailed discussion and diagram of
these conditions.

Changes in either the surface water or ground water
component of the system will affect the other com-
ponent. One example would be diversions above the
delta would reduce flows in the stream resulting in
less recharge of river delta aquifers. Conversely,
water stored in a reservoir above the delta might re-
lease water later in the season and potentially in-
crease recharge to the delta aquifer. Another exam-
ple would be pumping of wells resulting in dimin-
ished flow to nearby springs and artesian wells.
Pumping wells can also affect other nearby wells.
Both the diversions reducing stream flow and well
pumping reducing spring flow could adversely im-
pact stream riparian areas and wetlands. Effective
management of the whole system requires considera-
tion of both resources. Utah water law, especially
with respect to water rights, fully recognizes the in-
terconnection of surface water and ground water.
Also, the State Engineer has developed ground water
management plans including the acknowledgement
that, “Because of their interrelationship, ground wa-
ter and surface water systems need to be jointly
managed as one system.”

Water storage in Utah can be thought of as including
three reservoir systems: (1) mountain snowpack, (2)
surface reservoirs, lakes, and conveyance systems,
and (3) aquifers. Precipitation in the form of snow is
stored in the mountains in winter and, when it melts,
is captured by dams for use during the dry season.
Water storage and delivery systems, namely reser-
voirs and canals, have been designed largely around
the historical snowpack. Aquifers have played a less
formal and less recognized role. However, aquifers
can and should be used as underground reservaoirs
and managed accordingly.
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Definition of Conjunctive Management®

In its broadest definition, conjunctive management is
the coordinated and combined use of surface water
and ground water. It involves using more surface
water and less ground water when surface water is
available during wet periods. Unused surface water
is stored, above ground and underground, during wet
periods. Wet periods include the annual spring sea-
son snowmelt and consecutive years of above-
normal precipitation. Conversely, less surface water
and more ground water is used during dry periods
when surface water supplies are reduced. Water
previously stored, above ground and underground, is
taken out of storage during dry periods. Dry periods
include the annual summer months and consecutive

years of below-normal precipitation. The key point
is that unused surface water is intentionally stored
above ground and underground in order to have it
available when it is needed. This can be accom-
plished on an annual basis by storing water in the
spring and withdrawing it in the summer. It can also
be accomplished on a year-to-year basis by storing
water during a wet year (or consecutive wet years)
and withdrawing it during a dry year (or consecutive
dry years). Such coordinated management can
change the timing and location of water use to result
in greater efficiency. It transfers water from the
high supply season to the high demand season. Re-
fer to the cover of this document for a graphical il-
lustration of conjunctive management.
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Conjunctive management is intended to increase the
available water supply of a region and improve the
reliability of that supply. It may be implemented to
meet other objectives as well. These include reduc-
ing ground water mining and land subsidence, pro-
tecting water quality, and improving environmental
conditions. It encompasses full utilization of all
possible water sources in creative ways that are
unique to the location where the water is needed,
such as a surface drainage basin or ground water
basin.

The terms Conjunctive Use and Aquifer Storage and
Recovery (ASR) have both been used to describe
storing water underground and later extracting it.
This publication, along with many others, uses the
term conjunctive management, which is a broader
term. "Management" encompasses more than just
using water and better describes the overall process
involved. Moreover, conjunctive management
strategies without ASR have been developed and are
presented in the second section of Chapter 3. Aqui-
fer storage and recovery is an important part of con-
junctive management and is emphasized in this pub-
lication.

There are several components common to conjunc-
tive management projects:

» Use surplus surface water when it is avail-
able to increase the amount of ground water
in storage. Such recharge may occur

through surface spreading, or by using ASR
wells. The surplus surface water used for
recharge may be local runoff, imported wa-
ter, stored surface water, or treated wastewa-
ter. Recharge water sources and quality will
be discussed in the Sources of Aquifer Re-
charge Water section of Chapter 3.

» Reduce surface water use in dry years or dry
seasons by switching to ground water. This
use of the stored ground water may take
place through direct extraction and use,
pumping back to a conveyance facility, or
through exchange with another water sup-
ply. The aquifer is operated like any other
reservoir, alternately filling it and depleting
it.

» Implement an ongoing monitoring program
to evaluate operations and allow water man-
agers to respond to changes in ground water,
surface water, or environmental conditions
that could violate management objectives or
impact other water users.

» Implement each program for a given loca-
tion, typically a ground water basin, to deal
with the issues of that location.

The Utah Division of Water Rights has used a coor-
dinated approach to managing surface water and
ground water for some time. There are ground water
management plans for 12 regions in the state. These
plans are discussed in the Water Rights Considera-
tions section of Chapter 2.

NOTES

! Estimated Use of Water in the United States in 2000, U.S. Geological Survey Circular 1268, 2004, page 41.

2 http://nrwrtl.nr.state.ut.us/wrinfo/policy/ground.htm , quoted from the Cache Valley Ground Water Management

Plan, page 2, November 8, 2004.

® These paragraphs are modified from the California Department of Water Resources, California’s Groundwater,
Bulletin 118, Update 2003, (Sacramento: 2003) to fit this publication.
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ISSUES RELATING TO AQUIFERS

The ground water available in Utah’s aquifers is a
significant source of water in the state’s arid climate.
While ground water supplements available surface
water in many areas of the state, it is the primary
source of water in some areas. Ground water is a
valuable source of high-quality drinking water for
almost every community in the state. Because of the
significance of ground water to Utah’s citizens, it is
important to understand the condition of the state’s
aquifers and the problems that can occur if they are
not managed properly. This chapter discusses the
condition of Utah’s aquifers and the issues associ-
ated with their management. Topics discussed in-
clude the following: reservoirs and ground water,
river delta recharge, canals and irrigation, declining
ground water, consequences of declining ground
water, and water rights problems.

An aquifer is an underground geologic formation or
structure that stores water and/or transmits it to wells
and springs. The term “aquifer” is usually restricted
to those water-bearing structures capable of yielding
water in sufficient quantity to constitute a usable
supply.! The physical characteristics of aquifers are
complex and govern the availability and movement
of ground water. The types of aquifers found in
Utah are shown in Figure 11. Although this chapter
does not require a thorough understanding of all the
technical details related to ground water, the reader
may wish to become more familiar with these and
other concepts by reviewing Appendix 2, Ground
Water and Aquifer Concepts.

It is important to realize that ground water is derived
solely from precipitation that soaks into the ground
or otherwise percolates into the subsurface from

11

lakes, rivers and other water bodies. Some of the
precipitation percolates down through the ground to
replenish the aquifers from which ground water is
pumped. Ground water levels in several areas of the
state are declining. Ground water declines in some
of these areas are the result of pumping that exceeds
natural recharge. In these areas, water is literally
being mined from the ground like a mineral—it is
being removed faster than it can be replaced.
Whether surface water or ground water is used to
satisfy needs, the ultimate constraint is the limited
amount of precipitation that occurs at irregular inter-
vals.

SURFACE WATER AND
GROUND WATER RESERVOIRS

The independent use of surface water and ground
water has contributed to problems with aquifers. For
most areas in Utah, the primary focus of water de-
velopment has been to build surface reservoirs to
capture the seasonal spring runoff for use later in the
year and to store this water for use in following
years. Normally, reservoirs are drawn down annu-
ally to satisfy water needs. However, during con-
secutive drought years, reservoir levels decline sub-
stantially as surface waters diminish. Figure 8
shows how the total amount of water in 24 of the
state’s major reservoirs has declined during the most
recent series of drought years. Details of this
drought and comparison to other droughts can be
found in Appendix 1, Brief Analysis of Drought in
Utah.

The use of ground water usually increases during a
drought. While increased use of ground water when
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surface water is unavailable is a component of con-
junctive use projects, this can result in depletion of
ground water if no effort is made to replenish the
ground water reservoir after the drought is over. In
this respect, ground water aquifers are often not
managed as storage reservoirs and are susceptible to
withdrawals that exceed recharge.

Conjunctive management acknowledges the impor-
tance of both surface and ground water reservoirs
and utilizes and protects the viability of both storage
types within a hydrologic system. When consider-
ing the importance of managing aquifers as reser-
voirs, the following benefits they have over surface
water reservoirs are worthy of note:

» Underground water reservoirs are not sub-
ject to evaporation losses as are surface res-
ervoirs

» Some people believe surface reservoirs are
environmentally unfavorable.

» Sedimentation eventually reduces the capac-
ity of all surface water reservoirs.

» The number of available surface reservoir
sites has decreased due to wide-spread urban
development.

» The most economic surface reservoir sites
have already been built, leaving only the

12

2003

sites.

RIVER DELTA RECHARGE

As discussed earlier, water in
rivers and streams constantly
recharges aquifers at the river
deltas near the mountains.
See Figure 7. In addition,
high runoff water in the spring
of the year is a regular and
natural occurrence in nearly
every stream in Utah. When
water spills out of the river-
banks and onto normally dry
lands, the result is a flood.
While floods may not occur
every year, high water and
floods result in additional
natural recharge to aquifers.
This recharge is particularly important for aquifers
in Utah along the Wasatch Front and other locations
that are situated beneath the river deltas at the mouth
of the canyons. These aquifers receive a large
amount of recharge from such events. The large
flood of 1952 at the mouth of Weber Canyon shown
in Figure 9 shows how such inundations spread wa-
ter and recharge the aquifer.

2004 2005

O Storage Capacity

With high water lasting several weeks every year,
ground water levels increase whether or not there is
a flood. Coarse-grained sediments located at the
mouth of the canyon allow the water to infiltrate into
the unconfined aquifer and then to the confined aqui-
fer. The confined aquifer is the source from which
cities along the Wasatch Front and other locations
typically get water from wells. See Figure 10. (For
a more detailed description and figure showing the
differences between confined and unconfined aqui-
fers, see Appendix 2, Ground Water and Aquifer
Concepts.)

Today, however, the following human activities
have significantly reduced these aquifer recharge
events:
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In the past, flood waters covering large surface areas provided substantial aquifer recharge.
Figure 9, Flood at the Mouth of Weber Canyon

Source: Deseret News Photo, 1952
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Figure 10, Geologic Profile, Weber Delta Subdistrict, East Shore Area of Great Salt Lake

Source: U.S. Geological Survey, 2003, modified from Clyde, et al, 1984.
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» Dams and reservoirs have been built up-
stream to store water for agricultural, mu-
nicipal and industrial uses. These reservoirs
collect and hold back spring runoff and pro-
vide flood control benefits. The resulting
reduction of instream flows decreases over-
all recharge along the stream and reduces
the amount of water reaching the river delta.

» With reservoirs holding the water, more
time is available for controlled diversions,
which allows more water to be taken out up-
stream. This reduces total annual stream
flow and recharge at the river deltas.

» Communities have been built and expanded
on the river deltas. This is common
throughout Utah since the rivers provide
needed water. Buildings have been con-
structed and roads paved. Water that used to
infiltrate into the ground is now channeled
away into storm drains. (Depending on lo-
cal conditions, urbanization reduces infiltra-
tion due to rainfall and snowmelt from about
50 % on natural ground cover, down to
about 15 % on downtown areas.?)

» Since high water and floods cause damage
to communities on the delta, riverbanks have
been built up and waters have been con-
strained only to the river channel. As are-
sult, river flows rarely spill out onto the
flood plains of deltas any more.

» Communities on or near the delta often di-
vert stream flow for indoor and outdoor
uses. The wastewater from indoor uses
flows by gravity to wastewater treatment
plants and is not discharged back to the
stream until many miles downstream from
the delta.

» Changes in irrigation practices, as described
in the next section, have also impacted river
delta recharge.

The cumulative result of all these activities has been
a substantial overall reduction of natural recharge to
Utah’s aquifers.

CANALS AND IRRIGATION

ter soaks into the ground and becomes ground water.
Thus, efforts to reduce water losses from canals and
ditches by lining them with waterproof materials or
using pipelines also reduces aquifer recharge. Simi-
larly, flood irrigation of crops also provides some
aquifer recharge. Some of the water not taken up by
crops soaks into the ground. Understandably, irriga-
tors try to be as efficient as possible when watering
crops. As a result, sprinkler irrigation has replaced
flood irrigation in many locations. In addition, land
leveling has reduced the amount of water put on
some fields. The overall effect of these efforts to
reduce “water loss” is to reduce the amount of water
currently recharging Utah’s aquifers.

DECLINING GROUND WATER LEVELS

Many canals and ditches, which divert water from
Utah’s rivers and reservoirs, leak water and provide
some aquifer recharge. Although not always in the
best location to recharge critical aquifers, some wa-
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The U. S. Geological Survey monitors and samples
about 920 wells throughout the state to keep track of
ground water levels. Together with the Utah Divi-
sion of Water Rights and the Utah Division of Water
Resources, they publish an annual report titled,
Ground-Water Conditions in Utah, which summa-
rizes findings for designated ground water develop-
ment areas. The numbers (1 through 36) in Figure
11 identify these areas. Table 4 provides the names
of the ground water development areas shown in
Figure 11. In addition, Figure 11 shows the type of
aquifers found throughout the state. Produced since
1964, Ground-Water Conditions in Utah documents
the steady decline of ground water levels in several
areas of the state.

One location of interest is the Beryl-Enterprise area
in Iron County, (area 33 in Figure 11). Some wells
in this area have experienced ground water level de-
clines as much as 110 feet (see Figure 12). These
records indicate that ground water levels have been
declining continuously since the 1950s. Comparing
these water level changes to the Palmer Hydrologic
Drought Index for the region shows that the ground
water level declines are not affected by changes in
precipitation experienced in wet and dry times. This
suggests that pumping volumes are very large com-
pared to natural recharge volumes. The Utah Divi-
sion of Water Rights has determined the average
annual well pumping in the Beryl-Enterprise area
from 1991 to 2002 was 80,000 acre-feet while the
average annual recharge was 33,000 acre-feet. Dur-
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Figure 11, Aquifer Types and Ground Water Development Areas in Utah

Source: U.S. Geological Survey, 1986 and Ground Water Conditions in Utah, Spring 2004
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ing this period, ground water was withdrawn 2.4
times faster than it was replenished. This explains
the steady decline in ground water levels.

Another location of concern is the East Shore Area
in Davis County near Hill Air Force Base (Area 9 in
Figure 11). Recent research by Weber State Univer-
sity indicates ground water levels there have de-
clined up to 100 feet in some locations since 1950.

There are 10 additional ground water development
areas that have experienced ground water level de-
clines of more than 20 feet since 1950. Thus, 12 of
the 36 areas in the state are experiencing long-term

ground water level declines. These declines are
summarized in Table 5. Utah Division of Water
Rights data indicates these 12 areas have a total of
about 5,569 wells that have water rights to withdraw
1,783,872 acre-feet of water annually. These water
rights are about 33 percent of the 5,333,704 acre-feet
of actual freshwater withdrawals from all sources in
Utah in 2000.

The Utah Division of Water Rights defines ground
water mining as, “withdrawal of water from an aqui-
fer in excess of recharge which, if continued over
time, would eventually cause the underground sup-
ply to be exhausted or drop too low to be feasibly

TABLE 4
Ground Water Development Areas in Utah

] ] I
Basin No. ] Basin No. Basin No.
Figure 11 Area Name Figure 11 Area Name Figure 11 Area Name
1 Grouse Creek Valley 13 Rush Valley 25 Snake Valley
Dugway Area, Skull
2 Park Valley 14 Valley, Old River 26 Milford Area
Bed
3 Curlew Valley 15 Crear VEllEy e 27 Beaver Valley
County
4 Malad—Lower Bear 16 Utah & Goshen Val- o8 Monticello Area
River Valley leys
5 Cache Valley 17 Heber Valley 29 Spanish Valley
6 Bear Lake Valley 18 Duchesne River 30 Blanding Area
Area
7 PRSIl RIS 19 Vernal Area 31 Parowan Valley
Valley
Cedar Valley
8 Ogden Valley 20 Sanpete Valley 32 Iron County
9 East Shore Area 21 Juab Valley 33 Beryl-Enterprise Area
Central Sevier Val- Central Virgin River
10 Salt Lake Valley 22 ley 34 Area
11 Park City Area 23 Pahvant Valley 35 Upper Sevier Valleys
12 Tooele Valley 24 Sevier Desert 36 Upper Fremont River
Valley
Source: Ground Water Conditions in Utah, 2005

16



Issues Relating to Aquifers - 2

0
Water Level
Drop: 60 ft.
Well (C-35-15)6cdd-1, northeast of Beryl Junctio
-80 +———+ R e A A | 1 4 4
[Tel (=] [Te] (=] [Te} o [Te} o n (=] n o [Te} o [Te}
(5} < < [Te} [Te} © © ~ ~ (o] [e] (=23 [o2] o o
[=2] (2] (=2} (=2} (o2} [=2] (=2} [=2] [=2] (2] (2] (2] (2] o o
- - - - - - - - - - - - - N N
-40
-60 T
Q
S g0 Water Level
£ Drop: 75 ft.
>
0 -100 T
-g Well (C-35-17)14ccc-1, northwest of Beryl Junction _
T .120 4 R T 4 1 1 1 4 —
— [Tel o n o n o [Te} o n (=] n o [Te} o [Te}
[se] < < [Te} [Te} © © ~ r~ [e5] [ee] [o23 [o2] o o
; [=2] (=2} [=2] (=2} (=2} (=2} (=2} (=2} (=2} (2] (o2 (<2} [<2] o o
o - - - - - - - - - - - - - N N
©
m
= -50
(D]
o E'E.sﬁsg%
LL 1 S
£ i /
o) No Data
®  o0f Water Level
9 Drop: 90 ft.
@ -125 +
) Well (C-36-16)3ddc-1, near Beryl Junction
2 s 4 R e R 4 4 1 1 1 4 4
[Tel o n o n o [Te} o n (=] n o [Te} o [Te}
[se] < < [Te} [Te} © © ~ r~ [e5] [ee] [o23 [o2] o o
(=] [=2] [=2] (=2} (=2} (=2} (=2} (=2} (=2} (2] (o2 [<2] [<2] o o
- - - - - - - - - - - - - N N
-75
-100 +
-125
Water Level
-150 | Drop: 110 ft.
-175
Well (C-36-16)29daa-1, north of Enterprise
-200 | R N | | : : : : :
Yol (=] w o Yo} o [Te} o [Te] o [Te} o Yo} o [Te}
[32] < < n [T © O ~ ~ [ [<) (2] o o o
o o) o o (22 (<] (=] o o (223 (222 (<] (<] o o
- - — — — - — — — — — — — N N

Figure 12, Water Levels in Selected Wells in the Beryl-Enterprise Area

Source: U.S. Geological Survey, Ground-Water Conditions in Utah, Spring 2004.
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TABLE 5
Ground Water Level Declines in Utah
Greater Than 20 Feet. (1950-2004)

Basin |Water Level

Number Basin Name Number Decline
(Fig. 11) (feet)

CONSEQUENCES OF
DECLINING GROUND WATER LEVELS

Long-term declines in ground water levels can
have serious consequences. Some of the most
important ones are described below.

1 Curlew Valley 3 40 Economic Costs

2 East Shore Area 9 37-100 When grou_nd water levels drop, pumps require

more electrical energy because the water has to be

3 Salt Lake Valley 10 36 lifted a greater distance. 'I_'hus, the cost to pump

the same amount of water increases. The follow-

4 h hen Vall 1 1 ing example demonstrates this. Starting with a

Utah & Goshen Valley 6 -50 pumping situation typical for a water supplier, the
following calculations show the cost increase due

5 Juab Valley 21 65 to a 50 ft. drop in ground water level.

Assumptions:
6 Central Sevier Valley 22 23
» Pumping rate: 2,500 gpm (5.57 cfs).

7 Pahvant Valley 23 30-56 » Pump and motor combined efficiency: 80

percent.

8 Sevier Desert 24 24-28 » Pump is adequately submerged at all wa-

ter levels.

9 Milford Area 26 40-55 > Pump operates during six months of the

year (50 percent duty cycle).

10 Parowan Valley 31 48-100 > Original pump lift: 250 ft.

» New pump lift: 300 ft.
11 Cedar Valley, 32 32-50 » Electricity costs: 5 cents per kilowatt-
Iron County hour.

12 Beryl-Enterprise Area 33 50-110 Using formulae provided by PacifiCorp, the Utah
The values shown indicate the largest declines observed in wells D'V'S'_On of Water R?S_Ources determined that
monitored in each basin and do not represent all wells within the pumping costs at the original 250-foot water level
basin. would be about $20,586 per year. Pumping costs

o , at the lower 300-foot level would be about
Source: Ground Water Conditions in Utah, Spring 2004. $24,747 per year—and increased cost of ap-

pumped.”® While long-term declines in excess of 20
feet (as shown in Table 5) does not equate to ground
water mining, clearly several of the state’s aquifers
are experiencing long-term water level declines and
some of those declines are substantial. Action by the
State Engineer to address the issue of declining
ground water levels and ground water mining is dis-
cussed later in this chapter under “Water Rights
Considerations.”
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proximately $4,161 per year for a single well.
These increased costs continue indefinitely unless
water levels are restored to their original level. It is
important to note that the cost increase is directly
proportional to the water level decline. That is, a 20
percent drop in water level results in a 20 percent
increase in pumping costs.*

This cost increase occurs gradually just as the
ground water level drops gradually. Power costs
may vary through the year and typically increases
over the years. These variations, especially over a
long time period, obscure the increased electrical
costs due to declining ground water levels. One wa-
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ter conservation district was surprised to find that
from 1950 to 2004, eight of their wells had experi-
enced pumping cost increases on the order of 70
percent. Ground water levels in the aquifer utilized
by the district had declined an estimated 47 to 60
feet at the rate of from 0.5 percent to 2 percent per
year. The district did not notice the cost increases
over the 54-year period until ground water level de-
clines were determined and calculations made.”

Other economic costs that are not easily measured
may be incurred due to declining ground water lev-
els. These include the following:

» The need to re-drill and deepen wells when
the water level declines below the bottom of
the well. Pumps may need to be reset to
greater depths and larger pumps may be
needed.

» Compaction of the aquifer resulting in land
subsidence and damage to well casing, ca-
nals, roads and other structures.

» Eventually, complete loss of the ground wa-
ter when the level declines below the point
of economic recovery.

Environmental and Water Quality Costs

Ground water level declines can also negatively im-
pact the environment and water quality. Some pos-
sible impacts are listed below:

» Reduction or loss of flow to springs fed by
the aquifer.

» Reduction or loss of flow to streams and
wetlands fed by the aquifer.

» Ground water contamination due to surface
runoff entering the aquifers directly through
ground cracks. Water treatment to remove
such contaminants can be costly.

» Loss of artesian pressure in flowing wells.

» Risk of saltwater intrusion for those aquifers
bordering the Great Salt Lake. (The Utah
Division of Water Rights has implemented a
ground water management plan that consid-
ers this possibility in the Salt Lake Valley.®
The Utah Division of Water Resources be-
lieves saltwater intrusion into the Weber
River Delta aquifer could possibly occur in
25 to 30 years if ground water levels con-
tinue to decline at present rates. This was

determined by comparing the decline in wa-
ter pressure of two artesian wells within a
mile of the lake to the average lake level.”)

Aquifer Compaction and Land Subsidence

While the negative impacts of aquifer compaction
are somewhat intuitive, the subsequent land subsi-
dence that such compaction can cause is serious
enough to justify elaboration. The impacts of land
subsidence can be significant, if not dramatic. The
following are some examples of these impacts in
other areas of the country (italics added for empha-
sis):

» Aquifer system compaction and land subsi-
dence have accompanied ground water de-
pletion in many areas where unconsolidated
basin-fill deposits constitute the principal
aquifer systems. Subsidence is an ongoing
concern in numerous areas of California, the
Houston-Galveston, Texas area, Las Vegas
Valley, Nevada, and throughout south-
central Arizona.? (Note in Figure 11, that 22
of 36 of the ground water development areas
in Utah are in this type of aquifer.)

» Ground subsidence can be dramatic and
have disastrous consequences in areas of
high ground water withdrawal. In Houston,
Texas 10 feet of subsidence resulted in tens
of millions of dollars of property damage
and the loss of 31 square miles of land. One
suburb had to be abandoned completely be-
cause of flooding.®

» Even though water levels have recovered
significantly, aquifer compaction and land
subsidence have continued. Historic over-
drafts in the Eloy, Arizona area are respon-
sible for the continued dewatering of aqui-
fers and subsequent land subsidence. Inter-
state 10 has been repeatedly repaired due to
an earth fissure that intersects the highway.
Farmers have seen earth fissures cut through
fields and subsidence destroy canals in
Eloy.™ (See Figures 13 and 14.)

> Land subsidence causes many problems in-
cluding: (1) changes in elevation and slope
of streams, canals, and drains; (2) damage to
bridges, roads, railroads, storm drains, sani-
tary sewers, canals, and levees; (3) damage
to private and public buildings; and (4) fail-
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ure of well casings from
forces generated by compac-
tion of fine-grained materials
in aquifer systems.™

The effects of excessive ground water
withdrawal on the subsurface materi-
als is described as follows:

Overdrafting of aquifers is the
major cause of subsidence in the
southwestern United States, and
as ground water pumping in-
creases, land subsidence also will
increase. In many aquifers,
ground water is pumped from
pore spaces between grains of
sand and gravel. If an aquifer has
beds of clay or silt within or next
to it (see Figure 15), the lowered
water pressure in the sand and

gravel causes slow drainage of water from
the clay and silt beds. The reduced water
pressure is a loss of support for the clay and

—r
o R R
Figure 13, Earth Fissures Caused by Aquifer Compaction

and Subsidence, Eloy, AZ
Source: USGS, Ground Water Atlas for the U.S., 1995

shows the similarities. As ground water levels in
such aquifers decline, the risk of land subsidence
and subsequent damage to the communities and as-
sociated infrastructure located above them increases.

silt beds. Because these beds are compressi-

ble, they compact (become thinner), and the
effects are seen as a lowering of the land
surface. The lowering of land surface eleva-
tion from this process is permanent. For ex-

ample, if lowered ground water
levels caused land subsidence,
recharging the aquifer until
ground water returned to the
original levels would not result in
an appreciable recovery of the
land-surface elevation.*?

Utah’s Wasatch Front and other loca-
tions have aquifers that are geologi-
cally similar to the other areas of the
country described above that have
experienced problems. Figure 15 il-
lustrates an aquifer system that is sus-
ceptible to compaction and subsi-
dence. Many of Utah’s aquifers are
very similar to such a system. The
cross-section of the Weber River
Delta aquifer near Hill Air Force Base
shown in Figure 10 is typical of the
aquifers along the Wasatch Front.
Comparison of Figures 10 and 15
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This assessment is confirmed in the following geo-
logic assessment of the Salt Lake Valley (Jordan
Valley):*®

o PR AL T o ANEREESEN G A
Surface contaminants flow directly into the ground water aquifer through
these fissures.

Figure 14, Earth Fissures Enlarged by Erosion
Source: USGS, Ground Water Atlas for the U.S., 1995
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Source: USGS, Land Subsidence From Ground-Water Pumping.,
1999

Hydrologic literature contains many refer-
ences to land subsidence that has occurred
because of compaction of aquifer materials
after they were unwatered or artesian pres-
sures were drastically lowered. Wherever
subsidence has been studied, a correlation
between the amount of subsidence and the
decline of water levels has been found. The
aquifer materials in Jordan Valley, occurring
in strata with different particle sizes and
containing considerable quantities of silt and
clay, are similar to those in areas where sub-
sidence has been observed. Hence, some
subsidence probably would accompany any
future large decline of water levels in Jordan
Valley.

In general, compaction of sand and
gravel is small and is chiefly elastic
and temporary; but compaction of silt
and clay is greater and is chiefly ine-
lastic and permanent. For this reason,
large fluctuations of water level near
the east and west sides of Jordan Val-
ley probably would induce only slight
subsidence, but similar fluctuations in
the central part would induce greater
subsidence.

A review of the literature suggests that
permanent land subsidence probably
has begun in parts of the valley where
declines have been greatest. Subsi-
dence effects have not yet been recog-
nized and may be too small to be eas-
ily measured. In the central and
northern parts of Jordan Valley... ag-
uifers contain thick beds of fine-
grained sediments and are most sus-
ceptible to compaction, with conse-
quent land subsidence.

Action by the Utah State Engineer to ad-
dress this concern is discussed later in this
chapter under “Water Rights Considera-

Figure 15, Aquifer System Susceptible to Compac- tions.”

In 2000, unpublished research by the Salt
Lake City office of the U.S. Geological
Survey' showed that 94 percent of ground
water wells in Utah withdrawal water from uncon-
solidated basin-fill aquifers. Five percent of Utah’s
wells withdraw water from alluvial fill aquifers and
one percent from sandstone bedrock aquifers. Un-
consolidated basin-fill aquifers are the most suscep-
tible to ground subsidence and associated problems.
The continued reliance on these aquifers (see Table
5 and Figure 11), with the compaction and subsi-
dence concerns discussed previously, provides com-
pelling reasons to manage these ground water re-
sources carefully.

Surface Cracks
A major concern of subsidence is the formation of
cracks in the earth, which “provide a path for surface

contaminants to move downward to an aquifer and
pollute native ground water.”® It is important to
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understand that cracks begin forming in the aquifer
and move upward to the land surface. Once the
crack appears, there is a direct connection between
contaminated surface runoff and the ground water.'
Surface water in streams contains animal waste and
decomposed plants and animals. These are most
undesirable to introduce into a clean ground water
supply. Once introduced, these are very difficult to
remove and can migrate and contaminate other por-
tions of the aquifer. Drinking water extracted from
such contaminated aquifers requires additional treat-
ment before use.

Once pollutants have entered the ground water, the
aquifer itself provides a means for transporting them.
“Frequently, ground water is used without treatment
because of the perceived filtering action of solution
flow through porous media. It is now recognized,
however, that bacteria and viruses can travel consid-
erable distances in aquifers and saturated soils, thus
posing a contamination threat to surface waters and
well waters.”’

Since 1970, the study of ground water microbiology
has grown tremendously. Work in this area has es-
tablished that naturally-occurring subsurface bacteria
remain alive, viable, and able to reproduce even after
long periods of time underground.®**® Fortunately,
the underground environment of aquifers is condu-
cive to Killing off surface bacteria and viruses. One
laboratory investigation in 2004 used raw and pas-
teurized water and simulated aquifer conditions in
order to determine survival rates of two groups of
fecal indicator bacteria and three groups of fecal in-
dicator bacteriophage. Giardia and cryptosporidium
parasites were also evaluated.”” The shortest times
for 99 percent reductions were for fecal coliform in
one to two weeks, while the parasites took the long-
est at 7 months.”* Different microorganisms will
survive at different rates and survival rates under
actual field conditions will be different than those in
a laboratory, so site-specific monitoring of attenua-
tion under particular circumstances is recom-
mended.?

Pumping a well draws down the ground water level
around the well resulting in water moving horizon-
tally and vertically to replace the removed water.
Thus, water movement is toward the well. This en-
hances pollutant transfer from surface cracks to the
wells. The likelihood of surface water pollutants
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ending up in a given well due to surface cracks de-
pends on several variables. These include whether
subsidence cracks actually form, ease of water trans-
port within the aquifer, and distance from the well to
the crack. However, most of Utah’s ground water
development areas are in unconsolidated basin-fill
aquifers that convey water relatively easily and
quickly (see Figure 11). As discussed earlier, a large
majority of the state’s ground water supply is from
such aquifers, primarily along the Wasatch Front.
Finally, increased population density has resulted in
many wells that are closely spaced. Should subsi-
dence cracks develop, the opportunity for contami-
nation will be increased.

Aquifer Damage in Utah

Having examined aquifer compaction, land subsi-
dence and surface cracking in general, it is appropri-
ate to consider actual conditions in Utah. Although
ground water levels have declined over broad por-
tions of some aquifers, fortunately, relatively little
damage has occurred so far.

Beryl-Enterprise

A 1982 study of the Escalante Desert near Beryl-
Enterprise showed ground water level declines of 40
to 60 feet over an area of about 90 square miles.”
Another study of the same area 18 years later
showed ground water levels declines of at least 40
feet over 100 square miles.** For perspective, the
towns of Beryl Junction, Enterprise, and Newcastle
are all located within this area and within 12 miles of
one another. A third study noted several surface
cracks near Newcastle in the same area just de-
scribed. The most likely cause of these cracks is the
compaction and subsidence accompanying drying
and consolidation of the fine-grained materials in the
aquifer due to lowering of the water table.® First
noticed in 1975, these cracks varied in length from
several tens of feet to about 100 feet. Surface water
flow and grazing animals have subsequently eroded
these cracks. Erosion channels concentrate local
surface runoff and direct it into the cracks, which
carry it to the subsurface. Shallow modern drain-
ages through the area are likely developed along
cracks.?

In January 2005, additional earth fissures totaling
about 1,300 feet were discovered in the Beryl Junc-
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tion area. Fissures caused a fracture across Highway
56 about one-half mile east of Beryl Junction. The
crack came within 50 yards of a home and the road
had to be closed for repairs. Crack width sizes var-
ied from a pencil width to 15 feet across. ** Subse-
guent investigation by the Utah Geological Survey
determined that the ground in the area had subsided
in the range of two to four feet since 1940. The sub-
sidence area coincided with, and was centered
above, an approximately 100 square mile area where
ground water levels have declined over 75 feet.
There appears to be a direct correlation between
ground water withdrawals and subsequent ground
subsidence resulting in formation of earth fissures
causing minor damage to human structures.?

In March 2005, KSL television did a news story of
this situation including interviews with local people
and Utah Geological Survey personnel. Apparently,
the January 2005 floodwaters that flowed over the
fields revealed previously undetected cracks by
causing extensive erosion into them. During the
flood, people saw large volumes of surface runoff
water flowing across fields, including an animal
feedlot, and pouring into the cracks. > These con-
taminated waters flowed down to the underlying ag-
uifer. Figure 16 shows several aspects of the situa-
tion.*® These conditions are analogous to those pre-
viously described in other parts of the country; com-
pare Figure 16 to Figures 13 and 14.

Milford

Subsidence cracks due to ground water withdrawals
have also been found in the Milford area. The town
of Milford is about 60 miles northeast of Newcastle.
The cracks that were discovered are several hundred
feet long and vary in width “from a fraction of an
inch to more than 1 foot wide.” In addition to fis-
sures on the ground surface, “water from storm run-
off collects in a small channel and disappears into a
fracture on the bottom of the normally dry Beaver
River Channel.” This aquifer is also susceptible to
pollution. In addition, ground subsidence has bro-
ken a well discharge pipe and its associated pipeline.
An area of about 32 square miles has experienced
ground water declines of 20 to 30 feet from 1950 to
1972 in the Milford area.®® The existence of subsi-
dence cracks, along with the ground around wells

dropping, is evidence aquifers in the Milford and
area have compacted and subsided.

Other Areas

It would appear that, so far, only limited damage has
occurred and this is confined mainly to the sparsely
populated desert basins of southwestern Utah. No
damage has been detected in Utah’s urban areas.

The likelihood of aquifer subsidence and compaction
depends on local geology and the magnitude of
ground water decline. As discussed previously,
there has been some damage in Utah where levels
have declined the most. One-third of the ground
water basins in the state have water levels that have
declined anywhere from 20 to 110 feet. Increased
ground water withdrawals in those areas could result
in ground water mining and increase the risk of
damage in both rural and urban areas. So far, the
state has not experienced major impacts due to de-
clining ground water levels. Considering these fac-
tors, it is important to reiterate that most of Utah’s
ground water development areas are in the same type
of aquifer as those in other areas of the Western
United States that have had serious and costly prob-
lems. When Utah’s ground water levels decline far
enough, similar problems are possible.

Since aquifer compaction, land subsidence and sur-
face cracks cannot be restored, it is clearly better to
prevent or minimize such occurrences. Conjunctive
management of Utah’s water resources could help
prevent such problems.

WATER RIGHTS CONSIDERATIONS

The State Engineer’s office is well aware of the is-
sues related to declining ground water levels in
Utah. That agency took action several years ago to
address the situation by developing Ground Water
Management Plans for 12 designated areas of the
state.* The intent of these plans is to protect exist-
ing water rights, provide for maximum beneficial
use of water resources, and address other issues
unique to a particular ground water basin.**  Ap-
proaches to ground water management include:
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Aerial View showing the
January 2005 flooding in the
Escalante Valley

Earth fissures caused by land subsidence
and subsequently enlarged by water
erosion.

Figure 16, Beryl-Enterprise Area Ground Subsidence and Cracking

Source: Utah Geological Survey, 2005
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Many basins are closed to new appropria-
tions.

Conditional approval of new appropriations
in some areas.

Guidelines in place for change applications.
Restrictions to prevent the spread of ground
water contamination.

» Addressing illegal ground water diversion.

VV VYV V¥V

The Ground Water Management Plans typically in-
clude comparisons of the estimated natural recharge
into the ground water basin to natural discharge and
human withdrawals out from the basin. Approved
water rights for wells are part of human withdrawals.
From such comparisons has come the concept of
“over-appropriation.”  Ground water basins with
approved water rights that exceed the amount of
natural recharge physically available are considered
to be “over-appropriated.” In some cases, the water
rights have been fully developed and in other cases
they have not. As approved water rights in these
areas are developed and perfected, the ground water
not used so far will be put to use. Table 6 summa-
rizes the magnitude of over-appropriation as well as
the degree of current development in the affected
ground water basins in Utah. All of the over-
appropriated areas listed are also included in Table 5
and already have the indicated levels of ground wa-
ter level decline. Two of them, Bountiful Sub-Area
of East Shore Area and Salt Lake Valley, are along
the Wasatch Front.

Details of each ground water management plan can
be found on the Utah Division of Water Rights
Internet website:

nrwrtl.nr.state.ut.us/wrinfo/policy/ground.htm.

The status of the ground water management plans
and other ground water policy in Utah is summa-
rized by Figure 17. About 27 percent of the state,
including the heavily populated Wasatch Front, is
completely closed to new ground water appropria-
tion. Most of the rest of the state, 47 percent, is re-
stricted in ground water development according to
the parameters set by the State Engineer. Thus,
about three-quarters of the state, 74 percent, is
closed or restricted to further ground water appro-
priation. Only 26 percent of the state’s land area is
open to further ground water appropriation. How-
ever, even in the open areas, applications larger than
small domestic are closely reviewed and may not be
approved.

The State Engineer is currently (2005) working with
the Utah Legislature, water suppliers, and the public
to address the ground water issues described here. A
special Legislative Task Force Studying Water Is-
sues has been formed as part of that effort.

TABLE 6
Ground Water Over-appropriation in Utah

Basin Number

Basin Name

Approximate Degree

Degree of Water Right

(Figure 12) of Over-Appropriation Development
e 9
Salt Lake Valley 10 500 to 600 % Partial
Pahvant Valley 23 23 % Full
Milford Area 26 50 % Full
Beryl-Enterprise Area 33 140 % Full
Source: Utah Division of Water Rights, December 2004.
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Ground-Water Policy Status
[ Closed 27%
[] Restricted 47%
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o

Selected Cities
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Figure 17, Ground Water Policy in Utah

Source: Utah Division of Water Rights, 2005
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CONJUNCTIVE MANAGEMENT:
STRATEGIES AND SOLUTIONS

There are two conjunctive management strategies
that can be employed. The first is conjunctive use—
the deliberate, planned and coordinated use of sur-
face and ground water resources with the intent of
balancing those resources. The second strategy is
conjunctive use, as just explained, coupled with ag-
uifer storage and recovery (ASR). This entails in-
tentionally storing surface water in underground ag-
uifers in order to extract it later when needed. Most
conjunctive management projects include ASR. De-
tails of both strategies are presented in this chapter.

Conjunctive use alone may use existing facilities
only, or it may require additional construction.
Many individual water suppliers holding surface and
ground water rights already practice conjunctive use
within their own water system by using surface wa-
ter to meet base demands and ground water wells to
meet peak demands. The benefits of this strategy
could be greatly increased by several water suppliers
within a region jointly coordinating the use of both
resources. This helps more fully utilize all available
water resources. When excess surface water is
available that cannot be captured in surface reser-
voirs or treated in water treatment facilities, ASR
can be employed. ASR may also be a more practical
option in areas where the water users are unwilling
or otherwise unable to work together to employ con-
junctive use strategies.

These distinctions are similar to those found within
the California Water Code, Section 79171, which
defines conjunctive use to mean:

The temporary storage of water in a ground
water aquifer through intentional recharge
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and subsequent extraction for later use.
Storage is accomplished by either of the fol-
lowing methods:

“In-lieu recharge” means increasing the
amount of ground water available in an ag-
uifer by substituting surface water supplies
to a user who would otherwise pump ground
water.

“Direct recharge“ of an aquifer by conduct-
ing surface water into the ground by various
means, including spreading ponds and injec-
tion wells for the purpose of making water
stored in the aquifer available for extraction
and later use in drier years.*

California is a leader in the implementation of vari-
ous conjunctive management strategies. In 1999, the
state made $200 million in grants available, “for fea-
sibility studies, project design, or the construction of
conjunctive use projects on a pilot or operational
scale.”?

Water rights must be carefully and thoroughly con-
sidered when contemplating conjunctive manage-
ment projects. Because the water rights issues asso-
ciated with any given project are unique and can be
quite complex, it is beyond the scope of this docu-
ment to provide a detailed discussion regarding wa-
ter rights issues associated with any type of project.
Chapter 6, Project Implementation, describes in gen-
eral terms the water rights permits and other regula-
tory requirements for conjunctive management pro-
jects. The recommendations provided there supply
some background on water rights considerations.
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Consultation with the Utah Division of Water Rights
is an important and necessary part of implementing
every conjunctive management project.

CONJUNCTIVE USE WITHOUT
AQUIFER STORAGE AND RECOVERY (ASR)

Whenever there is an exclusive, predominant, or
even primary reliance upon either surface water or
ground water in an area, a move to fully coordinate
both water sources is the best way to most efficiently
use the available water. The conjunctive use of sur-
face and ground water sources allows for a more
complete utilization of the available water supply
and improves the reliability of that supply. Un-
doubtedly there will be issues to be overcome such
as water rights, water quality, and physical location
(availability) of surface and ground water supplies.
However, it is beneficial for individual suppliers and
the entire water community to strive for such a bal-
ance. The following paragraphs discuss suggested
strategies to achieve those ends.

Perhaps the most simple, and inexpensive, conjunc-
tive use strategy is to maximize deliveries of treated
surface water during the spring runoff months ac-
companied by the reduction or elimination of ground
water pumping while surface flows are available.
This strategy involves the maximum utilization of
surface storage reservoirs, in accordance with the
respective reservoir administration plan. Fully util-
izing surface water sources in this manner allows the
ground water aquifer to “rest” and naturally recharge
its capacity. This results in “water banking” with no
added construction cost. In order for this strategy to
work, water suppliers providing the treated surface
water might need to lower prices as an incentive for
local communities to buy more surface water and
reduce their ground water pumping.

The ideal circumstances for implementation of con-
junctive use without aquifer storage and recovery
would be a single water supplier with adequate sur-
face water rights and ground water rights, along with
adequate surface reservoir and aquifer capacity.
This combination allows independent and unre-
stricted management of the total water supply to
achieve optimum efficiency and reliability. Such a
combination is definitely possible, as demonstrated
by the three operating conjunctive management pro-
jects described in the Current Utah Projects section
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of Chapter 4. This combination was a contributor to
implementing these projects. However, such a com-
bination might be difficult to achieve in a given lo-
cality. Often, surface water users are not the same as
ground water users in Utah. See Figure 4, which
shows that, statewide, irrigation users take about 88
percent of withdrawals from surface water and 12
percent from ground water. The figure also shows
that, statewide, public water suppliers take about 45
percent of withdrawals from surface water and 55
percent from ground water. Thus, agricultural users
are predominantly surface water users while public
drinking water supplies come almost half from sur-
face water and just over half from ground water.
Most of Utah’s rural communities get their drinking
water supplies exclusively from ground water
sources. Utah’s public water supplies that come
from surface water sources are largely the metropoli-
tan areas along the Wasatch Front. While not im-
possible, it would be difficult for these water-user
groups to cooperate in mutually beneficial conjunc-
tive management projects. The interests, water use
patterns, water quality issues and operating politics
of these groups are quite different.

In some areas, agricultural users are already employ-
ing conjunctive use practices. Streams are used until
they have inadequate water and then irrigators turn
to ground water wells to meet demand. Surface
storage reservoirs have been employed throughout
the state and investments in wells have been made
where needed. If it makes sense economically, in
general, it is already being done. One example can
be found near Nephi where surface flows of Salt
Creek are conveyed to the Nephi Irrigation Com-
pany canals, when those flows are available in the
spring of the year. Later in the year, when Salt
Creek flows are insufficient to meet demands, five
wells owned by the irrigation company are used to
provide irrigation water.® It is clear from the loca-
tion of the wells, on the stream channel just down-
gradient of the mouth of Salt Creek canyon, that the
stream provides the natural ground water recharge
from which the wells draw water.

Due to the complexity and cost of storing water un-
derground, there is little incentive for agricultural
water users to invest in such a project. Thus, it ap-
pears that the greatest opportunities for conjunctive
management in Utah is not with the agricultural
community, but with public water suppliers.
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When agricultural lands are converted to urban
lands, the surface water rights associated with those
lands become available to a city. This helps create
the ideal situation described earlier since the city
now has both surface water and ground water rights.
This allows greater flexibility to conjunctively man-
age the two supplies. However, the municipality
would likely need to change the management ap-
proach from past practices of relying primarily on
ground water and move toward relying on surface
water when it is available and only using ground
water when surface water supplies are insufficient.
This might take the form of using the former irriga-
tion surface water by treating it for drinking water
supply, using the surface water directly in a secon-
dary system, or possibly using the raw or treated
water for an aquifer storage and recovery project.

One potential approach in the Salt Lake Valley
would be for suppliers that obtain water from the
mountains to sell treated surplus surface water dur-
ing the high runoff period to communities in the val-
ley that rely on ground water. Those communities
would then not pump their wells as long as treated
surface water was available, thus preserving the
ground water resource. Actually, any surface water
supplied to those relying on ground water that re-
sulted in not pumping as much, would be an en-
hancement to the overall water supply and a benefit
to the aquifers. Of course, several issues would need
to be addressed, among them are physical connec-
tions to water supplies and agreement on water
prices.

The following collaborative actions among water
providers can promote conjunctive management on a
local or even a regional basis. Such cooperation can
result in a win-win situation for all parties, including
the overall benefits described earlier. In the follow-
ing discussion, the parties could remain as separate
entities with contractual agreements between them,
one entity could buy out the other entity, or they
could form a cooperative.

One water provider may have more water rights to
surface supplies than to ground water supplies. An-
other provider may have more water rights to ground
water supplies than to surface supplies. Perhaps
these providers are totally surface-supply or totally
ground water-supply dependent. These providers
could work together to balance both of their “portfo-

lios” and achieve an equal reliance on surface and
ground water. There would be challenges to such an
agreement. Theses include working out the value of
the several water rights that would be exchanged.
Perhaps leasing arrangements would be necessary.
While the Utah constitution allows the exchange of
water rights and sources of water supply, it does not
currently allow a municipal corporation to sell or
dispose of water rights and sources of supply.
Depending on physical locations, additional pipe-
lines might be needed to exchange the water from
one supplier to another. Perhaps ongoing payments
according to the volumes of water exchanged would
be appropriate. The needed construction might be
less costly than building new surface reservoirs or
adding more wells. Another advantage could be the
postponement of constructing new facilities by either
or both providers. It would be worth looking into
and considering such arrangements. Such exchanges
could include raw water as well as treated water.

A simple example illustrates the above proposal.
Suppose a city is reliant exclusively on ground water
wells for their culinary supply. The city could pur-
chase raw surface water from a nearby provider to
supply a secondary water system for a new subdivi-
sion being added to the city. That would reduce the
city’s need for ground water and reduce the use of
culinary-grade water for lawn and garden purposes.

Another example would be for two cities with un-
balanced portfolios to interconnect their respective
drinking water systems and balance the supply be-
tween them. Treated surface water would be avail-
able to both cities when surface supplies were avail-
able. Ground water would then be available to both
cities when surface supplies were limited. This
pooling of resources would benefit both parties and,
again, improve the efficiency of water use and in-
crease the utilization of the available supply.

One more example would be the sharing of water
between suppliers. That is, when one supplier is
unable to meet demand using existing supplies, they
obtain water from another supplier having a surplus.
Numerous suppliers might participate on a basin- or
region-wide basis thus balancing the water supply to
the greatest extent possible. Water is thus moved
from points of supply to points of demand, regard-
less of whether it is ground water or surface water.
While two suppliers might easily agree, adding more

31



3 - Conjunctive Management: Strategies and Solutions

parties to the mix increases complexity. Each must
be willing to sell their surplus water at agreed-upon
prices and be willing to physically interconnect the
systems to appropriately move the water. There
would also be management issues to change what
were independent suppliers into what amounts to a
water-supply cooperative. The benefits of such ar-
rangements would have to be compared to the draw-
backs to determine whether or not to proceed.

Given the steadily increasing demand for water, and
the cost and difficulties in developing new water
sources, there could be real advantages to taking this
approach. Such cooperation could be the least-cost
option to expand the overall water supply. In this
scenario, water becomes a “free-wheeling” commod-
ity similar to electricity, and the use of surface and
ground water supplies is optimized. These princi-
ples may ultimately become common and essential
practices within Utah’s water-supply industry.

CONJUNCTIVE USE WITH
AQUIFER STORAGE AND RECOVERY

As described earlier, intentionally storing water in
underground aquifers in order to extract it later when
needed is known as aquifer storage and recovery or
ASR.

Areas where ASR has potential application are as
follows:

» Increasing population resulting in increasing

water demand.

There is a need to optimize water utilization.

Declining ground water levels.

Geology is favorable to ASR.

Water is available for recharge. Quantity

and quality must be adequate to justify the

project.

Physical sites are available for surface

spreading ponds or ASR wells.

» A water conservancy district or other water
supplier is available and willing to sponsor
the project.

» Economic feasibility.

VYV VVY
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Investigation of these criteria would be the responsi-
bility of the organization investigating ASR in any
given locale. Typically this would be a water con-
servancy district, city, or other water supplier look-
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ing to improve efficiency, save money, and increase
the available water supply. Consulting firms provid-
ing services in these areas might study the criteria in
order to develop business with such suppliers. Gov-
ernment agencies interested in developing water re-
sources might also investigate them.

Quantification of population increases leads to better
definition of future water demands in an area. This
enables planning for capital investment to satisfy the
demand. Conjunctive management, including ASR,
is one of many water supply options that should be
considered. An aquifer with declining ground water
levels can be looked upon as an empty reservoir just
waiting to be filled and emptied, the same as a sur-
face water reservoir. However, the empty aquifer is
already “built” and need only be developed and put
to use. Full aquifers do not inhibit ASR projects;
they can be used by first removing water and later
refilling.

For perspective, the volume of a 50-foot thick, 50
square-mile, unconsolidated basin-fill aquifer having
20 percent voids and yield, would be about 320,000
acre-feet. That is about 86 percent of the total ca-
pacity of Jordanelle Reservoir. These conservative
numbers give an approximation of the volume of
water storage available in most of Utah’s aquifers.

Without favorable geology and available water, no
ASR project can be implemented. In every case,
detailed studies will be necessary to determine
whether the proposed project is geologically feasi-
ble. Similarly, the proposed project must have water
with a chemistry suitable for the geologic formations
involved and of sufficient quantity to make the pro-
ject worthwhile. There must be a location suitable
for the surface spreading pond or ASR well in order
to get water into the ground.

Finally, there must be an organization willing to ex-
pend the time, energy, and money to investigate
whether or not the project is feasible. Part of that
investigation should include a fair comparison of
ASR to other available water development pros-
pects. ASR has been shown to be very competitive.
Early water development projects were simple and
less costly. Today’s environment requires more
complexity and greater cost. Conjunctive manage-
ment is a worthwhile option, but is relatively new in
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Utah; therefore it may require new thinking by those
developing the state’s water supplies.

There are additional or secondary reasons to imple-
ment aquifer storage and recovery that are often
quite compelling and result in numerous benefits.
The following list describes both primary and sec-
ondary reasons to implement aquifer storage and
recovery.’

1.

Seasonal Storage. Water is stored during
wet months when it is available, and recov-
ered during dry months when it is needed.
Long-term Storage. Water is stored dur-
ing wet years, and recovered during drought
years. This is sometimes referred to as “wa-
ter banking.”

Emergency Storage. Water is stored to
provide a strategic reserve to meet demands
when the primary source is unavailable. This
is particularly appropriate for water systems
that rely heavily on a single source and a
long transmission pipeline. Given Utah’s
earthquake risk this could be useful.
Disinfection Byproducts (DBP) Reduc-
tion. Aquifer storage can reduce concentra-
tions of DBPs, such as trihalomethanes
(THMs) and haloacetic acids (HAAs), and
also their formation potential.

Restore Ground Water Levels. A small
percentage of the stored water can be left in
the aquifer each year, or increased storage
during wet years can be accumulated. This
reverses ground water mining and reduces
pumping costs.

Reduce or Prevent Land Subsidence.
This phenomenon and its consequences
were described previously.

Maintain Distribution System Pressure.
Aquifer storage at those locations within a
utility distribution system that experience
seasonal low pressures can help maintain
these pressures by recovery during peak de-
mand months.

Improve Water Quality. This includes pH
stabilization or adjustment, THM and HAA
reduction, iron and manganese reduction,
hydrogen sulfide reduction, arsenic reduc-
tion, and softening. Nutrient and coliform
reduction may also occur where these are
present in the recharge water.

9.

10.

11.

12.

13.

14.

15.

16.

Prevent Saltwater Intrusion. ASR wells
in a line parallel to intruded portions of an
aquifer can prevent further movement of the
saltwater intrusion front, while also meeting
seasonal peak demands. Areas along the
Great Salt Lake might benefit from this.
Reduce Environmental Effects of Stream-
flow Diversions. ASR systems primarily
divert water during high flow when the
amount diverted is a small percentage of the
total stream flow. This reduces the envi-
ronmental effects of diversions and facili-
tates environmentally sound use of surface
water sources. It also offers some flood
control.

Agricultural Water Supply. ASR has been
used for irrigation water as well as public
water supplies. Fresh or brackish aquifers
are potentially useful for such purposes.
Regulatory and technical issues must be ad-
dressed where recharge water quality may
not meet all potable standards.

Nutrient Reduction in Agricultural Run-
off. Storage of agricultural runoff can re-
duce nitrogen concentrations through bacte-
rial denitrification. Also, some aquifers can
reduce phosphorus concentrations through
physical-chemical ~and  bacteriological
mechanisms. This reduces eutrophication of
lakes and reservoirs.

Defer Expansion of Water Facilities.
Since water systems are designed to meet
peak loads, it is frequently possible to more
efficiently use existing treatment and con-
veyance capacity by operating these facili-
ties in an ASR mode at full capacity
throughout the year. Water facility expan-
sion can be deferred and downsized. This
often justifies ASR projects.

Reclaimed Water Storage for Reuse.
High quality reclaimed water may be stored
seasonally in fresh or brackish aquifers for
recovery to meet irrigation demands.
Hydraulic Control of Contaminant
Plumes. In portions of the aquifer that are
threatened by movement of contamination
plumes, it is sometimes possible to control
movement of these plumes through the ap-
propriate use of ASR wells.

Diurnal Storage. In situations where day-
time demands exceed supply, ASR wells
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have been used to store water at night for re-
covery during the day.

One possible approach in the Salt Lake Valley
would be for water suppliers on the east side of the
valley to “bank” surface water underground in an
aquifer storage and recovery project over a multiple-
year period. Aquifers on the east side have a good
potential for such projects. When available water
supplies and treatment plant capacity both exceed
current demand, the excess water could be treated
and banked in the aquifer. Sufficient existing water
rights would be necessary. The banked water could
then be withdrawn during dry years to satisfy de-
mand. Stored water could also be sold to cities and
towns in the valley. Those communities would then
not pump their wells, thus preserving the ground
water resource. Of course, several issues would
need to be addressed, among them are physical con-
nection to water supplies and agreement on water
prices.

Given the need to treat water before using an ASR
well to store it in an aquifer, there is little economic
incentive for agriculture water users to invest in such
a project. And since surface spreading requires an
ideal geologic location combined with a nearby wa-
ter supply, there are not many irrigators in a position
to employ such methods. Furthermore, the costs of
such projects would be challenging to most irriga-
tors.

SELECTION OF RECHARGE PROCESS

As shown in Figure 18, there are two principal
methods to manage ground water recharge. The first
is spreading water in recharge basins and allowing it
to infiltrate into the ground. Notice the mound of
water formed beneath the recharge basins. The sec-
ond method is injecting water treated to drinking
water standards under pressure directly into the des-
ignated aquifer using a recharge well. Details of
each method will be discussed in the following sec-
tions. “If land availability and hydrogeology are fa-
vorable, surface recharge is usually the most cost-
effective recharge approach. Where either of these
factors become limiting, then well recharge should
be considered. In some cases, a combination of the
two recharge approaches offers operating flexibility
while also fully utilizing the available recharge
flows and storage capacity in the area.”
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The geology at the prospective site is a major factor
that must be considered when choosing which
method to employ. This includes the geologic for-
mations from the land surface down to, and below,
the aquifer in which water will be stored. Potential
storage zones can be confined, semi-confined, or
unconfined aquifers that contain fresh, brackish or
salty water. See Appendix 2, Ground Water and
Aquifer Concepts for a discussion and diagram re-
garding aquifers.

There are likely to be multiple objectives in each
project and each objective may influence which re-
charge method is chosen. The entire project needs to
be reviewed. “Getting the water into the ground is
usually only part of the process. Equally important
is the ultimate potential use and value of the stored
water at the point of recovery. Recharge economics
should therefore consider not just the cost of getting
the water into the ground, but also the overall cost
for actgieving (all) local water management objec-
tives.”

Recharge Using Surface Spreading

Surface spreading of water is accomplished by put-
ting aquifer recharge water into constructed recharge
basins or ponds. This is especially effective along
rivers in delta formations at the mouth of a canyon.
An explanation of Wasatch Front river delta geology
is needed to understand this advantage. See Figures
7, 10, and 19. As rivers cut down through the moun-
tains they carry a sediment load of boulders, gravel,
sand, silt and clay. In the mountains, the river slope
is steep and the river flows rapidly; there is enough
energy to carry all sediments down the channel.
However, when the river reaches the delta region,
the slope becomes flatter and the river flow is much
slower. This results in less energy to carry sedi-
ments, causing deposition of these material in the
delta. As the sediments are deposited they are pro-
gressively sorted. Larger, heavier particles stop first
while the smallest particles are carried furthest.
Generally speaking, the boulders and gravel stop at
the mouth of the canyon, sand and silt are carried
further, and clays are carried furthest down the river
channel. Historically, along the Wasatch Front,
rivers flowed into ancient Lake Bonneville and the
lake level fluctuated over geologic time. This re-
sulted in the shoreline moving closer to and farther
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Figure 18, Techniques to Artificially Recharge Ground Water Aquifers

Source: USGS, Evolving Issues and Practices in Managing Ground Water Resources, 2003.

from the mountains. This produced layered forma-
tions and created river deltas with the geologic
cross-section shown in Figure 10. Notice the rela-
tive location of confined and unconfined aquifers.

Figure 19 is a map view of the Weber River Delta.
Location of the “river delta primary recharge area”
and “river delta secondary recharge area* shows the
result of the sediment sorting described above. No-
tice that the primary recharge area extends out in a
“tongue” shape at the mouth of the Ogden and We-
ber Rivers. This is typical for river canyons along
the Wasatch Front. This tongue area has a large per-
centage of boulders, gravel and sand; little or no silt
and clay is present. This means water on the surface
easily seeps into the ground and into the deeper ag-
uifer. This tongue area is designated an “Uncon-
fined Aquifer” and is shown as the “Recharge Area”
in Figure 10. Water flows by gravity vertically

downward through the unconfined aquifer, which
also pushes the water horizontally sideways into the
down-gradient confined aquifers. Confined aquifers
are comprised of gravel and sand layers, with silt
and clay above and below them. This mechanism of
surface water flowing through the unconfined aqui-
fer into the confined aquifers, is a principal source of
ground water recharge in the river delta. Many
communities along the Wasatch Front derive a sig-
nificant portion of drinking water from these deep,
confined aquifers. Again, see Figure 10. Notice the
relative locations of pumped wells in Figure 10.

Surface spreading with recharge basins located
above the unconfined aquifer is an ideal way to
manage recharging confined aquifers. As indicated
in Figure 19, land area located in the tongue at the
mouth of river canyons is very small compared to
the rest of the delta recharge area. Being small, and
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Figure 19, Weber River Delta Recharge & Discharge Areas
Source: Utah Geological Survey, 2004

a principal recharge source, makes them very valu-
able from a ground water standpoint. These areas
need be preserved to allow natural recharge to con-
tinue and to accommodate managed recharge in the
future. Community expansion in the tongue area
reduces natural recharge and renders the land un-
available for surface spreading of water. Additional
challenges are created since land values rise to
where surface spreading becomes too costly. Creat-
ing open areas, such as a park or golf course, on the
tongue can preserve the area for possible future aqui-
fer recharge use. Provision can be made to incorpo-
rate recharge ponds directly as an integral feature or
the park or golf course could surround the ponds.

Often commercial gravel pits are placed at the
mouths of canyons since that is where sand and
gravel deposited are prevalent. Gravel pits that no
longer produce gravel, and are located above the
unconfined aquifer, usually make ideal recharge
ponds. Many Utah towns and cities have contem-
plated just what to do with gravel pits that are no
longer in operation. Such pits are sometimes per-
ceived as an eyesore and a liability. A viable option
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is to use them for aquifer recharge. Even gravel pits
located further away from the canyon mouth can be
suitable for recharge if mining has proceeded deep
enough to remove clay layers and thus provide an
uninterrupted path for recharge waters to reach the
confined aquifers.

Wherever the recharge pond is located, the infiltra-
tion rate for the location must be adequate to put the
required amount of water into the ground. Sufficient
land area, at a reasonable cost, must be available to
make surface spreading a viable option. If the re-
charge pond is located appropriately, recovery of the
stored water can be done using existing withdrawal
wells. Alternatively, new withdrawal wells may be
drilled to intercept waters coming from the recharge
site. “Evaporation losses from infiltration systems
are much less than the amounts that infiltrate into the
ground, and evaporation is often ignored.”’

Another surface spreading option is the construction
of a surface reservoir specifically for recharge.
These can be located directly on the stream or water
can be diverted to a suitable off-stream reservoir
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site. In addition to being a traditional storage reser-
voir, Sand Hollow Reservoir in Washington County,
Utah is an example of an off-stream aquifer recharge
reservoir. As with every reservoir, evaporation
losses should be considered during the design.

All instances of using recharge ponds involve
maximizing the infiltration rate or amount of water
entering the ground in a given time. This results in
using the minimum land area and achieving the low-
est operating costs. Considerations for operating
recharge ponds to minimize clogging include:®

Pretreatment to remove sediment.
Controlling algae growth.

Determination of optimum pond water
depth.

Determination of methods to remove clog-
ging materials.

Schedule of pond flooding, drying, and
cleaning.

YV V VYVV

Another surface spreading option is the use of inflat-
able dams and other adjustable structures that can be

charge area even though urban development pre-
vents installation of large surface spreading ponds.
Similarly, pipelines to supply ASR wells might not
be feasible in urban areas. Extensive recharge using
a drain field is potentially feasible in spite of such
development. Many miles of perforated pipe could
be installed along highway, road, and street rights-
of-way and in recreation areas such as golf courses,
parks, and horse and hiking trails. Another advan-
tage is the system is completely out of sight and
does not interfere with other activities. Depending
on location and the amount of water available, pipe
diameter could vary from a several inches to several
feet. This method has not yet seen wide application.
Considerations for use include getting water to the
available locations and access to the pipe for main-
tenance and cleaning. The Utah Division of Water
Quality would regulate this method of storm water
recharge.

Surface recharge systems can sometimes be com-
bined with recreational and educational facilities to
enhance and enrich the community. The town of
Gilbert, Arizona has created a place known as “Wa-

raised and lowered to hold back water. Such dams  ter Ranch.” It occupies 110 acres of prime real es-
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Santa Clara River in
southern California.®

Another creative and
promising variation to

surface spreading is the
use of perforated pipe that

is buried at shallow
depths. This is basically a
subsurface distribution

system (drain field) that
provides a large under-
ground area for the water
to infiltrate into the un-
confined aquifer.’® The
main advantage of this
method is it can be in-
stalled in the primary re-
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Figure 21, View of Urban Recharge Basin at
Gilbert, Arizona

Source: Utah Division of Water Resources, 2003

tate within the city limits and is surrounded by ur-
ban, single-family dwellings. It is a multipurpose
facility that includes ground water recharge basins, a
community wildlife sanctuary, and recreational areas
including fishing ponds (that are not drained), play-
grounds, bike paths and the new city library. See
Figures 20 and 21. Las Vegas, Nevada has a similar
facility.

Recharge Using ASR Wells

Another, very popular, method of managing re-
charge is to pump water into the aquifer using ASR
wells. One well is used for the dual purposes of get-
ting water into the ground and recovering stored wa-
ter at the same location."* ASR wells are intended to
prevent plugging through proper well design, opera-
tion, and maintenance. Many publications are avail-
able on these subjects. Very little land area is
needed for ASR wells and that is an important ad-
vantage in populated areas where land is expensive.
See Figures 22 and 23.

38

“The first ASR well began operation at Wildwood,
New Jersey in 1969, and this system is still in opera-
tion.”*>  Aquifer recharge using ASR wells has
proven popular and there are currently about 70 pro-
jects having over 290 wells operating in the United
States. More are operational throughout the world.
The technology is considered mature.

Aquifer storage and recovery (ASR) wells
are dual purpose wells that can recharge,
store, and recover ground water. Such wells
are typically constructed similar to produc-
tion wells (screens, gravel envelopes, grout-
ing, etc.), although greater screen lengths
and diameters may be provided to increase
recharge rates and reduce clogging. The wa-
ter for well recharge needs to be treated to:
(1) remove suspended materials, entrained
air, and possibly dissolved gases; (2) remove
nutrients and biodegradable organic carbon
from waters of poor quality; and (3) disin-
fect or otherwise in-activate microorganisms
to prevent physical and biological clogging
of the aquifer or filter material around the
screen or open portion of the well, and to
prevent entry of pathogens into the aquifer.
Also, undesirable compounds such as toxic
and non-biodegradable organic chemicals
may have to be removed prior to well injec-
tion.

Because of the high cost of wells, pretreat-
ment of the water before recharge, and re-
quired maintenance, ground water recharge
by wells is usually more expensive than
ground water recharge by surface infiltra-
tion, except in areas of high land costs or
unsuitable soil conditions.™

Although ASR wells are typically more expensive
than surface spreading, both are often less expensive
than other surface water storage options. Economic
details are discussed in the Benefits of Conjunctive
Management section of this chapter. Where possi-
ble, existing withdrawal wells can be retrofitted to
accommodate ASR, thus reducing the overall cost of
the recharge project. Stored water can be recovered
from the ASR well and also from wells located
down-gradient of the ASR well.
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usually occurs during April, May and

June. For instance, as shown in Fig-

e ure 24, the volume of water flowing in

D the Weber River during those three

Raw Water Storage . : #= months is 54 percent of the total an-

! ' Water Treatment Plant 21| nual volume. More than one-half the

annual flow volume occurs during

one-fourth of the year. The percent

will be different for each stream, and

for each year, but this comparison can
be considered representative.

During the peak runoff, the amount of
e i water available often exceeds the

reaed Water : .
Storage ; amount that can be used or stored with
3 existing facilities. Even though water
' r|ghts may be ava”ab'e’ the water
Figure 22, Municipal Water System With ASR Well cannot be captured. This “excess wa-
ter” passes on downstream without
being put to beneficial use. Often that
water goes into the Great Salt Lake or
other water body where much of it may not be util-
ized. About 52 percent of the area of Utah is drained
by streams that flow to lakes without any outlet.
These areas are located north of Washington and
Kane Counties and west of the Wasatch Mountains,
and include the most populated areas of Utah. This
region is outside the Colorado River drainage. A

Source: www.asrforum.com, January 2005

SOURCES OF AQUIFER RECHARGE WATER

While there are several possible sources of recharge
water, all sources will not be available at all loca-
tions.  When considering implementing aquifer
storage and recovery, it is worthwhile to take an in-
depth look at all potential sources. Although any
one source might be relatively small, several sources
could be combined to come up with
enough water and thus maximize effi-
ciency.  “Typically, ground water
storage projects can operate with
fairly high levels of source unreliabil-
ity.”** Another consideration is using
different recharge sources at different
times to even out the quantity over
time. Some areas in Utah do not have
a sufficient quantity of water even
when combining the following sug-
gested sources. Beryl-Enterprise may . - : _
be such an area. Native

Streams ezrad e Ground

Seasonal spring runoff in streams is __ A Water

perhaps the most likely source of ag- T ' Ve
uifer recharge water. Rivers in Utah I ?rge ﬂ,:_;age 2 um_e

typically have very high spring runoff
when compared to flows during the
remainder of the year. Peak runoff

Figure 23, ASR Well

Source: www.asrforum.com, January 2005
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Figure 24, Weber River Average Annual Flows, 1920 to 2003

Source: Utah Division of Water Resources, 2005.

large portion of the water there is lost to evaporation
without any discernable benefit. Evaporation in the
Salt Lake City area exceeds 30 inches per year while
in the St. George area it exceeds 50 inches per
year.”® The magnitude of evaporation water losses
can be appreciated by seeing the total surface area of
a lake and removing those depths of water. Instead
of being lost to evaporation, a portion of that water
could be stored underground to be used when
needed.

Consequently, there may be a significant volume of
seasonal runoff water available in some of the state’s
rivers and streams. These surplus flows can be used
to recharge ground water aquifers and conjunctively
manage the total water resources. The actual vol-
umes available will depend upon the drainage area
size and runoff characteristics, and stream size. Fig-
ure 24 depicts the long-term average flows in the
Weber River. In any given year, actual flows will be
above or below average. Similar flow patterns can
be expected in other Utah streams.

In 1995, the Central Utah Water Conservancy Dis-
trict (CUWCD) determined, “Opportunities may
exist for more complete utilization of direct flow
surface water supplies. The difficulty in using
these supplies is that approximately 60 percent of the
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annual flow volume of the creeks is available during
the short three-month period of April, May and June
of each year. This is a huge amount of water for a
relatively short period.”*°

Their analysis is shown in Figure 25 and summa-
rized below. These numbers are for an “average
year.”

150,000 acre-feet
- 58,000 acre-feet
- 43,000 acre-feet

49,000 acre-feet

Total Available Supply

Currently Utilized Stream
Potential Conjunctive Use Benefits
Remaining Available Water

The “Potential Conjunctive Use Benefits” amount
shown in Figure 25 was limited by the capacity of
existing water storage and treatment facilities. Also,
those potential benefits were derived from specific
conjunctive management actions, described previ-
ously, that did not include aquifer storage. This
analysis indicates that seasonal runoff water in
streams is available and can be used to recharge ag-
uifers even in one of Utah’s most populated regions.
The Jordan Valley Water Conservancy District uses
seasonal runoff in a project which is described in the
Current Utah Projects section of Chapter 4. Also,
the Metropolitan Water District of Salt Lake and
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Figure 25, Potential Conjunctive Use Benefits, Salt Lake Valley

Source: Central Utah Water Conservancy District, 1995

Sandy is considering using stream flows for an aqui-
fer storage and recovery project.

Owners of water treatment plants supplied by
streams have a considerable advantage that should
encourage the use of ASR wells for aquifer storage
and recovery.

“Municipal water systems are usually de-
signed to meet peak day demands during
some future year. The typical ratio of peak
day to average annual demand is about 1.3
to 2.0, although ratios as high as 5.0 are
known. Consequently it is not uncommon
for water systems to have a substantial
amount of idle capacity during periods when
demands are below the peak demand. This
capacity can be utilized for storage of water
underground during off-peak months, using
recharge facilities.”*” (See Figures 22 and
23.)

A simple and inexpensive way of using seasonal
spring runoff for aquifer recharge is the use of prop-
erly placed debris basins. Such basins were con-

structed by many communities along the Wasatch
Front after the high stream flows and flooding dur-
ing the early 1980s. Rocks and trees were washed
down the channels causing considerable damage.
Installation of catchment basins allowed debris to
accumulate in accessible locations where it could be
removed. Locating debris basins on the primary re-
charge area along the mountains achieves the added
benefit of allowing more stream flow to recharge the
aquifer. This practice should be employed whenever
possible. Precautions need to be taken to insure that
recharge from the catchment basins does not raise
the local water table to the point that water seeps
into the basements of the adjacent homes or nega-
tively impacts land that is down-gradient of the ba-
sin.

Such debris basin sites can also be used for recrea-
tion in urban areas. Notice in Figure 26 the parking
area with adjacent picnic tables and trails around the
basin and along the stream. However, also note the
housing and paved areas that greatly reduce the abil-
ity of natural precipitation to infiltrate the aquifer
recharge area. Depending on local conditions, ur-
banization reduces infiltration due to rainfall and
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snowmelt from about 50% on natural ground cover,
down to about 15 % on downtown areas.’® Such
urbanization also increases peak stream flows and
runoff volumes. Storm water volumes from imper-
vious areas are about three times that of the pre-
development runoff volume from storm events.*

For a variety of reasons, some agricultural water is
no longer being put to beneficial use. Often this wa-
ter comes from stream flows. Assuming rights to
this water could be obtained, such unused water
could be used for aquifer recharge. As with any
beneficial use of water, maintenance of downstream
water rights must be considered. A further benefit of
using spring runoff waters is reduction of flood
flows.

Springs

Another potential source of water for aquifer re-
charge is spring water. Consider the “Valley-wide
Municipal Demand” curve shown in Figure 25. The
peak demand months are June, July and August
while the rest of the year demand is considerably
lower. This occurrence of a few months of high de-
mand followed by many months of low demand is
typical for most areas of the state. In contrast, many

springs flow all year long with peak flows occurring
in the spring season. Spring water can be stored in
aquifers during the lower demand times for later
withdrawal during the high demand times. In 2002
Brigham City, Utah implemented a project to re-
charge excess spring water; details are discussed in
Chapter 3, under Current Utah Projects.

Storm Runoff

Another potential source of water for aquifer re-
charge is storm water runoff discharged through
storm water drainage wells. “Storm water drainage
wells are Class V, Underground Injection Control
wells used to remove storm water or urban runoff
(rainwater and melted snow) from impervious sur-
faces such as roadways, roofs, and paved surfaces to
prevent flooding, infiltration into basements, etc.”?
“By definition, a Class V injection well is any bored,
drilled, or driven shaft, or dug hole that is deeper
than its widest surface dimension, or an improved
sinkhole, or a subsurface fluid distribution sys-
tem.”?*  Although inventories are not complete, the
Environmental Protection Agency has determined
that about 81 percent of the documented storm water
drainage wells in the United States are located in the
seven Western States of Arizona, California, Wash-

L= 5 d

Figure 26, Debris Basin at the Mouth of Big Cottonwood Canyon

Source: Utah Division of Water Resources, February 2005.
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ington, Oregon, Idaho, Montana, and Utah. Of the
seven states, Utah has the fewest: 2,890 wells.?

These wells are regulated by the Utah Division of
Water Quality (DWQ) and, after required conditions
are met, can be Authorized-by-Rule as part of the
Underground Injection Control (UIC) Program. As
of April 2005, DWQ is working to standardize the
use of storm water runoff added to surface waters
and to ground water. Contact information is pro-
vided in Chapter 6, Project Implementation.

The water quality industry has recognized Best
Management Practices (BMP) which serve to mini-
mize the impact to ground water from storm water
infiltration through these wells. Such BMPs are ef-
fective and inexpensive. These practices include
construction, operation, maintenance, and monitor-
ing and sampling. Construction practices can incor-
porate a sediment trap and an oil/water separator to
clean the water before it enters the well. Sediments
can contain contaminants. Operation practices in-
clude a regular inspection and cleanout program to
maintain the effectiveness of the well.?

Depending on where the runoff water originates, it
can contain potential contaminants such as heavy
metals, organics, coliform bacteria, herbicides, pes-
ticides, and other constituents.?* However, locations
can be found that contain few contaminants. In gen-
eral, studies have found that private residential prop-
erty runoff is relatively clean and less likely to con-
taminate ground water.”® In Utah there are many
residential communities already built in the primary
aquifer recharge areas adjacent to the mountains. A
series of storm water drainage wells located along
aquifer recharge areas would provide continual re-
plenishment to the aquifer. Storm water runoff
could also be directed to water spreading recharge
basins as described previously. Otherwise, as is now
the case, large volumes of storm water will continue
to be lost to storm sewers and wasted. Storm water
volumes from impervious areas are about three times
that of the pre-development runoff volume from
storm events.”®  While safeguards are necessary,
Utah has a regulatory program that allows storm
runoff water to become a viable option to recharge
ground water aquifers.

Reclaimed Water

Another potential source of water for aquifer re-
charge is reclaimed water from wastewater collec-
tion systems. Such water must receive tertiary
treatment including chlorination and denitrification
to prevent contamination of the ground water. The
city of Gilbert, Arizona has used such a system for
over three years. See Figures 20 and 21. The facil-
ity is designed to recharge at the rate of 8 million
gallons per day (12.4 cubic feet per second). Con-
siderable attention must be given to make sure the
reclaimed water meets quality standards before using
it to recharge ground water. Referring to using re-
claimed water for aquifer storage and recovery pur-
poses, one reference indicates:

“For a growing number of water users, the
reliability of this source, its high quality, ris-
ing competition for limited available water
supplies and regulatory pressures to con-
serve water provide four good reasons to in-
corporate reclaimed water into long-term
water supply plans.”?

There have not been any projects in Utah that intro-
duce reclaimed water into the ground water specifi-
cally for aquifer storage and recovery. However, the
Utah Division of Water Quality is willing to con-
sider such projects and details of their requirements
are discussed in Chapter 6, Project Implementation.
In April 2005, the Utah Division of Water Resources
published a report titled, “Water Reuse in Utah,”
which provides information on many aspects of wa-
ter reuse, including aquifer recharge.

Converted Agriculture Water

When a piece of irrigated farm land changes to ur-
ban use, the city may require the agricultural water
rights associated with the land to be transferred to
the municipality as a condition of approving the de-
velopment. Although water rights determinations
affect the actual transfer rates, the amount of water
required per acre of land for irrigated agriculture is
about the same as the water required for urban de-
velopment on the same acre. Several municipalities
in Utah have implemented this requirement.

Applying such water conversions to aquifer storage
and recovery might be complex. Irrigation diver-
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sions typically apply only during the growing season
whereas communities need water all year long.
Some communities with secondary water systems
could use irrigation water during the growing sea-
son. lrrigation points of diversion may not be lo-
cated convenient to the municipal water treatment
plant. Still, it would be beneficial to investigate the
possibility of using these agricultural waters. The
water formerly used on farm fields could be used in
a city’s secondary water system. Although poten-
tially costly and inconvenient, it could also be piped
directly to the community water treatment works and
used to provide municipal and industrial water to
people via the existing distribution system. Another
option would be to store the water available during
the irrigation season in the local ground water aqui-
fer. Raw water might be put into spreading basins or
treated water might be injected using wells. Then
the water could be withdrawn using existing wells,
or ASR wells, and distributed via the existing water
distribution system. That is, conjunctively manage
the irrigation water by storing it underground until
needed for public water supplies.

RECHARGE WATER QUALITY

Because of the risks to public health that can be as-
sociated with water supply, the entire “chain of wa-
ter” from the initial source of recharge water to the
final consumer must be carefully monitored and con-
trolled.”® “The number of samples of the recharge
water needed will vary with the type of source. A
larger number of samples will be needed if the
source water quality is expected to vary seasonally.
Review of these samples should indicate if addi-
tional sampling is required.””

Regardless of source, aquifer recharge water quality
must be thoroughly tested and quantified. This is
necessary to be certain the water will not contami-
nate the aquifer itself or the water subsequently
drawn from the aquifer. Table 7 lists the contami-
nants commonly found in the proposed recharge wa-
ters. There are many harmful pollutants and poten-
tial chemical interactions making analysis of water
chemistry a very technical field. Specialized con-
sultants will be necessary to assist in this aspect of
conjunctive management projects. While not com-
prehensive, the following general cautions apply.
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» Recharge water chemistry should be com-
pared to the existing aquifer water chemis-
try. Potential chemical interactions need to
be understood. The results could be nega-
tive or positive.

» Recharge water chemistry should be com-
pared to the geologic formations of the aqui-
fer. Materials in the water, dissolved or sus-
pended, can react with the minerals in the
ground through which the water passes. The
results could be negative or positive and
must be understood.

» Potential contaminants associated with the
recharge water source need to be identified.
While not a complete listing, Table 7 con-
tains contaminants commonly associated
with recharge water sources.

“Source waters not suitable for recharge or
not meeting quality standards can be im-
proved by providing treatment prior to re-
charge. However, provision for disposal of
the by-product of treatment must also be
made. If adverse geochemical reactions are
expected, pre- and post-treatment may be
sufficient to correct the problem.”*

As mentioned earlier, the underground environment
of aquifers is conducive to killing off surface bacte-
ria and viruses. Other contaminants are similarly
mitigated. Therefore, it is important not to measure
compliance at the ASR well. Rather, a separate
monitoring well located about 1,200 feet from the
ASR well should be used to provide a more accurate
indicator.®

TABLE 7
Contaminants
Associated with Recharge Waters

Recharge
Water Source

Likely Contaminants

Fertilizers, pesticides, coli-

Streams -
forms, animal waste

Springs Dissolved minerals

Metals, organics, coliforms,
herbicides, pesticides, fertiliz-
ers, oil, grease.

Storm Runoff

Coliforms, organics, large
number of household chemi-
cals & pharmaceuticals

Reclaimed Water
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TIMING AND VOLUME OF
GROUND WATER RECOVERY

Every aquifer storage and recovery project includes
consideration of the time interval between recharge
and withdrawal. Water stored underground can be
recovered during the same year it was stored or it
can be stored long-term and carried over to subse-
guent years. Which method can be implemented
depends on aquifer characteristics. Free-draining
geologic formations, such as unconfined gravels and
sands, are conducive to short-term storage. Tighter
geologic formations, such as sandstone and carbon-
ate rocks, are more conducive to long-term storage.
Other factors determining whether short- or long-
term storage is employed include regulatory issues,
such as the State Engineer’s decisions on the project,
and water demand patterns.

Each aquifer storage and recovery project is depend-
ent on local geology. However, a recent investiga-
tion by the U. S. Geological Survey may prove help-
ful when considering recharge to withdrawal times
for projects in the Salt Lake Valley. Since the geol-
ogy of the Basin and Range Province extends all
along the Wasatch Front, these studies might possi-
bly be indicative of conditions elsewhere along the
province. Several researchers and ground water
models indicate the primary recharge areas for
ground water are located along the east side of the
valley adjacent to the mountains.** Ground water
flows generally from east to west with much of the
discharge area being along the Jordan River. Trit-
ium and tritium/helium-3 analysis shows, “On the
east side of the valley, the youngest water is gener-
ally in the primary recharge area. Water becomes
older with distance from the mountain front, the old-
est water being in the discharge area.”®® The time
taken for ground water to flow from recharge area to
discharge area varies from 20 years to over 50 years,
depending on location in the valley.** See Figure 27.
The analysis indicates “a typical age gradient of
about 7.5 years per mile, corresponding to an aver-
age linear ground water velocity of about 1.9 feet per
day.” This is in general agreement with other re-
searchers who determined an average linear velocity
median value of three feet per day, although values
ranged from 0.06 to 144 feet per day.*® The time
intervals indicated in Figure 27 and the ground water
velocities provide some insight into how fast re-

charge water might travel through the Salt Lake Val-
ley principal aquifer.

Water moves through the sand and gravel aquifers in
the Salt Lake Valley as indicated above. Water in-
jected under pressure becomes a part of the under-
ground regime and flows in a similar manner. How-
ever, it takes time for the water to move away from
the well head. As water is continually injected into
the aquifer, the flow is initially taken up more by
water going into aquifer storage than by an immedi-
ate increased flow in discharge areas. Similarly, as
water is continually pumped from the aquifer, ini-
tially more water comes out from aquifer storage
than from decreased flow in the discharge areas.
This principle, combined with the above flow rates,
suggests an ASR well aquifer storage and recovery
project would operate most efficiently and effec-
tively with storage times of no more than 4 or 5
years, with shorter times being better.

The amount of recharge water recovered from the
aquifer can vary. Water stored in confined aquifers
using wells to inject and recover the water is typi-
cally 100 percent recoverable. Water put into an
unconfined aquifer using wells or recharge ponds,
and later recovered using wells, presents a more
complex set of circumstances. Each project is
unique due to the geology involved and the goals of
the sponsoring agency. Apparently these conditions
were contemplated in the Utah Ground Water Re-
charge and Recovery Act that was enacted in 1995.
Some of its provisions include:

» Recoverable water -- State Engineer to de-
termine.
A person who holds a recovery permit may
recover the amount of water stored by the
recharge project which the state engineer de-
termines has reached the aquifer and re-
mains within the hydrologic area of influ-
ence.

» Application for a recharge permit -- Re-
quired information. (Among other things)
(1) The source and annual quantity of water
proposed to be stored underground and (2)
the percentage of anticipated recoverable
water.
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Figure 27, Tritium/Helium-3 Age in Salt Lake Valley Principal Aquifer, 2000-2001
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A number of beneficial aspects of conjunctive man-
agement projects are related to water recovery. The

American Society of Civil Engineers indicates: “Ag-
uifers can be used to store, convey, and distribute
recharged water. If wells are drilled where the water
is to be used, perhaps to supply a local distribution
system, large surface conveyance and distribution
systems may not be needed because the water can

flow underground in the aquifers from the source of
recharge to the point of use.”’

In a similar vein, “Some situations may arise where
it is desired to recharge at one location and recover
at another location. This uses the aquifer as a means
of conveyance and also long-term storage. Water
injected at point A is recovered from the same aqui-
fer at point B, even if the distance between the two
points is such that the travel time may be hundreds
of years or more. The net volume of water in the
aquifer, and associated water levels, are maintained
through recharge practices. This is a sound water
management approach; for example, such a practice
is legal in California, Arizona, and Texas...”®

When recharge occurs at one location and with-
drawal occurs at another location, the organization
putting water into the aquifer can be concerned that
other well owners will withdraw “their water.” All
well owners are allowed to withdraw only the
amount approved in their respective water right.
And the entity doing the recharging has the right to
withdraw the water that was recharged. Still, the
recharge water keeps ground water levels higher
than they would otherwise be and thus benefits eve-
ryone using the aquifer.  Allowing recovery of the
full recharge amount eliminates this concern of re-
charge water being withdrawn by well owners other
than the entity that did the recharging.

Considering these factors, it would be desirable in
unconfined aquifers to design and build systems that
recharge a given amount of water at one point in the
aquifer and recover the same amount of water at an-
other point in the aquifer. Benefits of such a system
include:

» Convey and distribute water without the cost
and disruption of constructing pipeline sys-
tems.

» Achieve longer water storage time as the
water moves through the aquifer.

Blend recharge water with natural aquifer
water.

Maintain water volumes in the aquifer and
reduce water level declines.

Recover the full amount of water that was
recharged.

Eliminate the concern of recharge water be-
ing withdrawn by well owners other than the
entity that did the recharging.

YV V VY V¥V

Interestingly, there was one Utah project that in-
tended to implement this concept. In November of
1946 the City of Bountiful submitted an application
to the State Engineer’s office for approval of a pro-
ject described as follows:

“...divert 1500 acre feet of water from Bar-
ton Creek...[and] convey it by means of two
canals... to recharge areas located as fol-
lows...(location described). The water will
be spread over the land by a system of con-
tour terraces and checks and allowed to per-
colate into the underground supply to com-
mingle with the natural waters of the basin.
The water thus put into the underground ba-
sin will be exchanged for a like quantity of
water which will be diverted from the basin
by means of three wells which are located
[Y4 to 1% miles away]. From the wells the
exchanged water will be pumped directly
into the present distribution system and its
extensions and used each year from January
1 to December 31 inclusive for municipal
purposes in Bountiful City.”*

In a similar manner, the currently operational Jordan
Valley Water Conservancy District aquifer storage
and recovery project is permitted to recharge water
into the aquifer from any of its wells and also to
withdraw water from any of its wells.*® There are 19
wells located from 7000 South to 10100 South and
from 700 East to 2800 East, resulting in an overall
well field size of about 4.5 miles north-south and
about 3.4 miles east-west. With the any-to-any
combination of recharge and withdrawal of water, it
appears water injected at point A in the aquifer can
be accounted for by withdrawal at point B. How-
ever, this project does have a restriction in the
amount of water recovered. As expected, recovery
cannot exceed recharge. But, if the water is recov-
ered within the first 12 months of recharge, 100 per-
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cent can be recovered. If the water is recovered be-
tween 12 and 24 months of recharge, 90 percent can
be recovered. And so on in succeeding years, there
being a 10 percent per year reduction in the recovery
amounts for each year. The Recharge and Recovery
Act indicates the State Engineer determines recovery
amounts based on the parameters for each individual
project. Thus, recovery percentages for one project
are not determined by any other project.

BENEFITS OF CONJUNCTIVE MANAGEMENT

Increasing the Usable Water Supply

Implementing conjunctive management and utilizing
the several water sources described earlier simply
results in the greatest possible water use efficiency.
Water that evaporated or was otherwise lost may be
put to beneficial use. Each completed project bene-
fits those being served. As more projects are fin-
ished, more benefits accrue. The paramount advan-
tage is an increase in the amount of water available.

Economics

Overall, aquifer storage and recovery (ASR) has
been found to be more cost effective than above-
ground options to develop water. As with all water
projects, there is a need to compare options on a pro-
ject-by-project basis to determine which option is
the most cost effective. The following quotes** pro-
vide the particulars. Additional considerations are
provided in parenthesis.

ASR [well] feasibility has been demon-
strated at a growing number of operational
sites in the U.S. It is a practical, cost-
effective, and environmentally acceptable
water management alternative. When com-
pared to surface storage reservoirs, aquifer
storage is very low cost, since land require-
ments are minimal and the storage capacity
is provided by nature for the relatively low
cost of a few ASR wells (or recharge
ponds). In addition, water transmission and
treatment facilities can be operated more ef-
ficiently with ASR systems, often requiring
less capacity and construction costs.

Most utilities can use ASR to meet water
system expansion goals while achieving sig-
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nificant cost savings. However, feasibility
must be confirmed through satisfactory
completion of an ASR test program, with all
associated permitting, legal, economics, wa-
ter rights, environmental, and other issues
resolved. This typically requires two to
three years to complete, after which it is ap-
propriate to begin adjusting water system
expansion plans to accommodate the new
ASR technology and begin to realize the as-
sociated cost savings. Until an ASR test
program is completed, it is recommended
that ongoing expansion plans be continued.
Therefore, maximum savings from applica-
tion of ASR technology can best be
achieved by starting ASR feasibility investi-
gations at least three, and preferably five
years before any major decision regarding
investment of capital and sizing or location
of facilities.

In order to better understand ASR economics, con-
struction and engineering cost data from nine ASR
well sites in six states were obtained and analyzed.
The following conclusions, expressed in 1993 dol-
lars, were drawn.*

1. Unit costs for ASR facilities range from
$200,000 to $600,000 /MG/day of recovery
capacity, with an overall average of about
$400,000/MG/day. Higher unit costs are
typically associated with the first new ASR
well at any sites, sites requiring extensive
piping to tie them in to the existing water
systems, and sites with low recovery capac-
ity per well. Lower unit costs are associated
with retrofitting existing wells at sites close
to existing piping facilities, higher yield
wells, and also with multiple-well ASR ex-
pansion projects.

2. Unit costs for the second and subsequent
ASR wells at any site are typically lower
than for the first well, reflecting generally
reduced efforts to obtain regulatory ap-
proval. The first ASR well incurs additional
cost in order to demonstrate ASR feasibility.
The reduction in unit cost is typically in the
range of $100,000 to $200,000/MG/day.
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3. When comparing capital cost per unit of
new capacity, ASR typically is less than half
the cost of other water supply and treatment
alternatives. In some cases, the cost savings
approach 90 percent. This savings reflects
the efficient use of major facilities such as
pipelines, pumping stations, and treatment
plants, and the relatively low cost of using
underground storage capacity when com-
pared with a similar storage volume pro-
vided by surface reservoirs.

4. Annual operating costs range from about
$6,000 to $40,000/MG/day of recovery ca-
pacity, although data availability is sparse.
This includes the marginal cost for power
and chemicals during recharge and recovery,
plus an allowance for operation and mainte-
nance.

“When comparing ASR to other water management
alternatives, it is important to compare them on the
same basis. When comparing capital costs, an ap-
propriate comparison is usually the cost/unit produc-
tion capacity since ASR increases system peak ca-
pacity even though it may only recover water for a
few months each year. It is usually inappropriate to
compare capital costs on the basis of dollar per acre-
foot or any other volume measurement, since total
annual production from ASR facilities may be small,
depending upon the duration and extent of the peak
demand period. Similarly, when comparing operat-
ing costs, it is more appropriate to compare the an-
nual costs/unit production capacity rather than dol-
lars per unit volume, since ASR wells typically are
not in operation all year.”*®

cost due to the probable need for a higher level of
water treatment prior to recharge. If the objective is
to recover and use the stored water within a few
years at or near the same site, then ASR well sys-
tems will probably be more cost-effective than sur-
face recharge systems because no additional facili-
ties \ﬁill be required for recovery, treatment, and
use.”

Table 8 shows a comparison of capital costs for five
water utility systems having comparable service lev-
els, with and without ASR. In some cases, the sav-
ings with ASR is due to reduction or elimination of
surface reservoir storage. In other cases, the savings
is in terms of a major pipeline or treatment plant. In
all cases, the savings is greater than 50 percent. This
appears to be typical for most ASR systems placed
in operation to date. With these kinds of savings,
the ASR system can respond to a variety of techni-
cal, regulatory, and other challenges and still provide
cost-effective service to the owner and consumer.*

The opportunity exists for marginal cost pricing of
water using ASR technology. Inexpensive water can
be bought during winter months of low demand and
stored underground. That same water can then be
sold during summer months of high demand for a
higher price. An analysis conducted for Green Bay,
Wisconsin indicated water potentially available for 7
cents per 1000 gallons in the winter and worth $1.29
per 1000 gallons in the summer. Comparing the sell
price to the buy price yields: $1.29/$0.07 = 18.4
times.*

Water suppliers needs to look at all available op-
tions, including ASR, when considering system ex-

“If recharge is the sole
objective, surface re-
charge, if feasible, is the
lowest cost approach to
getting water into the
ground. If recharge is
the sole objective but

Expansion Cost

TABLE 8

Comparison of Capital Costs, With and
Without Aquifer Storage and Recovery (ASR)

Expansion Cost

surface recharge is not

feasible because of hy-

drogeologic constraints,
high land costs or other

issues, then ASR wells

Location With ASR Without ASR ’W
(Million Dollars) || (Million Dollars) Savings
Wyoming, Ml 9 31 71 %
Peace River, FL 46 108 57 %
Manatee County, FL 2 38 95 %
Florida Keys, FL 3 38 92 %
Kerrville, TX 3 30 90 %

can also achieve this ob-

jective at a higher unit Pyne, 1995, page 221

Source: Ground Water Recharge and Wells, A Guide to Aquifer Storage and Recovery, R. David G.
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pansion. When the options are identified, costs
evaluated, and equal comparisons made, the most
attractive option will be identified.

Environment

As mentioned earlier, aquifer storage and recovery
can be used to maintain minimum stream flows and
thus enhance stream riparian corridors. Such flows
can benefit wetlands along the stream as well as
marshes and wildlife refuges around lakes and reser-
voirs. This is accomplished by intentionally storing
a quantity of the spring runoff for the specific pur-
pose of recovering that water and returning it to the
stream during low flows later in the year. High wa-
ter flow damage to such areas is reduced, and harm
to these areas due to low or non-existent flows is
prevented. In addition, fish, bird, and aquatic wild-
life habitat is preserved. Where multi-year water
storage is practiced, such restored flows could pre-
vent permanent loss of such habitat during pro-
longed drought years. Restoring water taken from
the stream, back to the stream, is a good way to pro-
vide considerable environmental benefits. These
benefits should always be included when consider-
ing using stream flow for an aquifer storage and re-
covery project. Such a project is being developed at
Squaw Valley, California to maintain minimum
stream flows and preserve brown trout habitat during
the summer.*” A related perspective is provided as
follows.

“By increased reliance upon water sources
during times of high flow and low demand,
and upon storage of the water primarily in
confined aquifers with no impacts upon
surficial water levels, the environmental ef-
fects of ASR operations are positive in that
they help to sustain human welfare without
adversely impacting aquatic and terrestrial
ecosystems. This benefit has been widely
recognized by environmental interest

groups.™®

Other Significant Benefits

Conjunctive management also has other significant
benefits, including:

» Stabilize ground water levels and prevent
further decline.
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» Increase ground water levels in some in-
stances.

» Improve ground water quality, depending on
aquifer water and recharge water chemistry.

Mitigation of ground water mining effects. Avoid-
ance of negative consequences include:

» Reduced pumping cost increases to lift the

water higher.

Reduce the need to re-drill and deepen wells

or buy larger pumps.

Reduce flow reduction or loss of flow to

springs fed by the aquifer.

Reduce flow reduction or loss of flow to

streams and wetlands fed by the aquifer.

Reduce or eliminate compaction of the aqui-

fer, land subsidence, or contamination of

aquifer water.

Reduce the loss of aquifer water-holding ca-

pacity.

» Reduce or defer the loss of the ground water
since levels may not decline below the point
of economic recovery.

» Reduce the risk of saltwater intrusion for
those aquifers bordering the Great Salt Lake.

YV V VY V¥V
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Negative Impacts

» Regardless of the water source used for ag-
uifer storage and recovery, the improved ef-
ficiency can result in an overall reduction of
in-stream flows. This has the potential for
injury to riparian and wetland areas. Such
potential should be considered and avoided
for every project.

» Similarly, overall reduction of in-stream
flows can adversely impact down stream
water users. While appropriate water rights
are required for every conjunctive manage-
ment project, there may still be impacts. As
mentioned earlier, water rights are an impor-
tant consideration to every project.

> Surface recharge ponds, debris basins and
storm-water drainage wells are designed to
increase the amount of water going into the
ground and raise the local water table. De-
pending on location, these conditions could
harm nearby residential and commercial
buildings, promote landslides, or impact
other human enterprises such as an open ex-
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cavation, pipeline, canal or highway. Such
potential should be considered and avoided
for every project.
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PAST AND PRESENT CONJUNCTIVE MANAGEMENT
EXPERIENCES

This chapter provides a historical perspective to the
concepts involved in conjunctive management,
particularly aquifer storage and recovery (ASR) us-
ing surface spreading and wells. It includes a brief
description of the earliest known project in the world
and a review of work in several countries. This is
followed by a brief compilation of projects in the
United States as well as a history of early work and
existing projects in Utah.

WORLDWIDE

The first known intentional recharge of water to an
aquifer and subsequent withdrawal of that water oc-
curred several hundred years ago in the Kara Kum
Plain on the southeast shore of the Caspian Sea in
Turkmenistan. The area has less than 4 inches of
rain per year. Nomads in the area dug long trenches
to direct water away from areas having a shallow
clay layer that prevented recharge, to known re-
charge areas that supplied dug wells. The nomads
used a series of wells closest to the recharge to pro-
vide lesser quality water for livestock and additional
wells farther down-gradient for domestic needs.
Some of the underground reservoirs were used rou-
tinely while others were reserved for use only during
severe droughts.”

Today, ASR systems are operating in the United
States, United Kingdom, Canada, Australia, South
Africa and Israel. Several other countries, including
the Netherlands, New Zealand, Thailand, Taiwan
and Kuwait are in the process of developing opera-
tional projects.? The forces that drive the need for
water operate throughout the world and implementa-
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tion of conjunctive management has been similarly
widespread.

UNITED STATES

As of May 2004, there were 68 known operating
aquifer storage and recovery systems in the United
States.* The distribution is shown in Table 9. De-
tails of these systems, including persons to contact
for further information, are available at
http://www.asrforum.com/frames/wherefr.html.
There are another approximately 100 systems in
various stages of development nationwide.

These systems include surface water spreading and
ASR well recharge systems. Surface recharge sys-
tems vary in size. One of the largest is the Orange
County Water District (OCWD) system, located in
southern California, which is described as follows:*

The Orange County Water District is re-
sponsible for managing the underground wa-
ter reserves that supply about 500 wells
within district boundaries. At the present
time about 270,000 acre-feet of this water is
pumped for use each year... Ground water
reserves are maintained by a recharge sys-
tem, which replaces water that is pumped
from wells. OCWD’s facilities have a re-
charge capacity of approximately 300,000
acre-feet per year. About two million people
depend on this source for more than three-
quarters of their water.

The district has 1,500 acres of land for use
in its recharge program. Water that flows
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TABLE 9 recovery wells are an essential tool to enable using
Known Operating ASR stored water until other water sources are developed
Systems in the United States and brought on line over time. Seventeen years ago
LVVWD began storing water and as of July 2005
State | Number | has about 285,000 acre-feet as a reserve. The sys-
Arizona 6 tem is the largest well recharge and recovery project
California 11 in the world. A description of the LVVWD system
e follows:”
olorado 2
Florida 13 > The system was started in 1988 and has cost
lowa 1 over $50 million.
Idaho 2 > Growing population and water demand had
resulted in ground water declines of 300
eSS 1 feet. Severe and costly subsidence problems
New Jersey 9 had occurred.
Nevada 2 > Initially, the huge pressure to supply water
Oregon 6 result_ed in rapid expansion of the _weII field.
The first ASR well was a conversion of an
South Carolina 4 existing production well for $5,000. During
Texas 3 the following four years 69 new wells were
Utah 3 installed. The system now has over 100
— wells with plans to expand over the next 20
Virginia 1 years.
Washington 3 > 75 percent of the wells pump directly to the
Wisconsin 1 distribution system. Optimizing the pump
systems and pumping during low demand
TOTAL 68 times (night) resulted in a 40 percent overall
Source: http://www.asrforum.com/frames/forumfr.html reduction in electrical power needs.
» Water is stored mostly in confined aquifers.

down the Santa Ana River, together with
supplies imported from the Colorado
River and from the State Water Project, is
channeled into nine recharge basins. These
lakes and ponds, with depths ranging from § 3 SR ; 3
50 to 150 feet, were formed in years past | s SRRt e L
by sand and gravel mining operations.
(See Figure 28)

OCWD is a leader in ground water manage-
ment and provides tours and briefings for visi-
tors from local college classes, water agencies
and international leaders from around the
globe.

ASR well recharge systems also vary in size.
Las Vegas Valley Water District (LVVWD)

- S A

has a large-scale, long-term managed program : _
to satisfy anticipated water demand using a Figure 28, Anaheim Lake Recharge Facility
50-year planning horizon. Aquifer storage and Source: Orange County Water District, California
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If needed, 12,000 gpm can be injected un-
derground. Only potable water is injected,;
no reclaimed wastewater is injected.

» A crucial element to the success of the pro-
ject was the establishment of the Southern
Nevada Water Authority. This resulted in
the essential cooperation between the vari-
ous stakeholders.

» A portion of Nevada’s Colorado River al-
lotment is used to “bank” enough water in
aquifers for a several-year supply.

» Wells were located and water was stored
where the water was needed. The result was
considerable savings in capital expense
since existing infrastructure was used during
off-peak daily and seasonal periods. When
demand is low, water is injected. When de-
mand is high, water is withdrawn.

» LVVWD has become a recognized leader in
ASR well design, construction, and opera-
tion. They have published numerous articles
on these subjects.

LVVWD’s ASR well project may not be the largest
project of its kind for long, as a very large ASR pro-
gram to restore the Everglades of southern Florida is
in the planning stages. It is expected to have over
300 wells storing and recovering up to eight billion
gallons per day.® Once completed, this would be-
come the world’s largest ASR well system. New
York City is in the initial stages of developing a 225
million gallon per day ASR wellfield.’

EARLY UTAH EFFORTS

This section presents a short summary of investiga-
tions into the feasibility of conjunctive management
projects in Utah, most of which have involved aqui-
fer storage and recovery. While not comprehensive,
the efforts described here are representative of past
endeavors. Together they show a substantial history
of investigations that started in 1936. It is impres-
sive that water professionals in Utah were among the
earliest to experiment with this innovative technol-

ogy.
Salt Lake Valley
In 1936, A. J. Lazenby was the engineer in charge of

wells and investigations for Salt Lake City’s De-
partment of Water Supply and Waterworks. This

early leader in aquifer recharge undertook three
noteworthy tests on the east bench just south of Par-
leys Creek (see Figure 29). The motivation for aqui-
fer recharge then was much the same as it is today,
to provide for future higher demand due to popula-
tion increases and to, “conserve and increase” the
available water supply.® In addition, the report notes
drought as an incentive for the experiment: “Primar-
ily because of the low annual precipitation from
1929 to 1934, the flow from springs and flowing
wells throughout the state decreased considerably.”®
These were the beginning of the “Dust Bowl Years”
which represent the worst recorded drought in the
history of the state.

The first test involved simply running water from
Parleys Creek into an old unused reservoir and ob-
serving the results on the ground water levels in the
area. Using a nearby canal Lazenby directed vary-
ing flows of 2.5 to 4.5 cfs into the reservoir from
January 14 to February 18, 1936. This time of year
was chosen to avoid interference with natural re-
charge, seepage from Parleys Creek, or irrigation.
The response in 7 wells and 12 springs was then
monitored. Four of the wells and all the springs
were located down-gradient of the reservoir. Water
levels and spring flows were measured for over a
month before beginning the experiment to obtain
baseline data. Monitoring continued until the fol-
lowing spring when natural recharge was observed.

Graphs of the water levels in the wells all showed
pronounced increases shortly after introduction of
water into the reservoir. The graphs also showed
response to variations in the rate of flow into the
reservoir. Those furthest from the reservoir showed
the greatest time lag. Total increases in water level
varied from 0.77 feet in the furthest well, 5,399 feet
southeast, to 7.58 feet in the second closest well, 800
feet west. Water levels raised an average of 3.60
feet.’® Measured spring flows increased from 18 to
457 percent, with an average increase of 75 percent.
Lazenby concluded that:

The data obtained indicated that artificial re-
charging of the ground-water basin is not
only possible and practicable, but beneficial
to owners of wells and springs.
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Figure 29, Experimental Water-Spreading Areas, Salt Lake County, Utah

Source: A. J. Lazenby, Experimental Water Spreading for Ground Water Storage in Salt Lake Valley, Utah, 1938.

The location of the test-area was so close to
the zone of ground-water discharge that the
storage-period of some of the water re-
charged is comparatively short.  Water
placed in storage by artificial recharge-
methods over areas more remote from the
zone of ground-water discharge—in this in-
stance, over areas closer to the base of the
mountains—will be retained in the ground
longer. Because of the relatively slow
movement of ground-water, it would proba-
bly appear at the zone of ground-water dis-
charge several months and possibly a year or
more after it was spread over the area re-
charged. Thus it is desirable to use spread-
ing areas as high upon the ground-water re-
charge-area as is possible.™
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The second test involved again running water from
Parleys Creek, but this time into an abandoned
county gravel pit and observing the results on the
ground water levels in nearby wells. These wells
“were shallow and probably receive their supply
from a perched water-table. No wells penetrating
the main ground water table could be located near
the pit.” The pit had an area of about two acres and
a depth of about 24 feet... The bottom of the pit was
about 16 feet below the impervious clay layer form-
ing this perched water table and the water run into
the pit during this experiment naturally seeped to a
lower water table.” Water was turned into the pit
over two time periods and results were the same for
both attempts, “The pressure in the wells and the
flow from the springs did not change enough from
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their natural trend to tell whether or not this recharge
was affecting them.”

The last test involved measuring the flow rates at
three points in the canal supplying the water to the
second experiment. An initial weir was installed at
the canal intake; a second weir was installed at the
point the canal reaches the bench lands; and a third
weir was installed at the gravel pits. Readings from
each weir showed a loss of 550 gpm per mile for the
first portion of the canal and 800 gpm per mile for
the second section. The test ran for 38 days (Octo-
ber 28 to December 5, 1936) with an average flow
rate of 1,840 gpm (4.1 cfs). These significant seep-
age rates represented a 74 percent loss of the total
flow diverted over a distance of two miles. The re-
port then cites the results of several canal seepage
studies made during 1934 by other investigators.
There is a note indicating these figures vary with the
amount of water flowing in the ditches, although the
flow rates are not given. It was initially believed
that the ditches had accumulated silt and were no
longer losing water. These data provided insight
into just how much ground water recharge was pro-
vided by unlined irrigation canals. In almost all
cases the seepage loss was found to be large and the
ditches were ultimately lined with concrete.*?

The conclusion for the last experiment was:
Seepage tests... indicate that the canals and
ditches used to convey water to points of re-
charge, or for irrigation-use, act as recharg-
ing conduits the same as pits and reser-
voirs.”

At the end of the report, the final conclusions in-
cluded:

From the combined results of the experi-
ments made, there appears to be no question
that the ground-water basin can be artifi-
cially recharged by surface-runoff, and that
the increased recharge from water spreading
would increase the yield of the wells and
springs accordingly... Water-spreading
should not be left until the discharge has be-
come greater than the recharge, but should
be begun at once. With proper study of re-
charge with respect to discharge, the level of
water in the ground-water reservoir can be
controlled until there would be practically

no danger of drawing more water from the
ground-water reservoir than the recharge
will supply.

Water-spreading has a definite place in the
ground-water supply of the State of Utah,
and a more complete study should be made
at an early date to determine other problems
and factors not encountered in this experi-
ment."

Near Bountiful

In 1937, an attempt to store water with the intent of
later withdrawal was undertaken near Bountiful on
the Provo Terrace of the old Lake Bonneville, south
of Centerville Creek. This was an experiment in
managed aquifer recharge that was intended “to
show a way in which surplus waters may be stored
in ground water reservoirs for future use.” The
study was conducted under supervision of the Inter-
mountain Forest and Range Experiment Station of
the U.S. Forest Service. During 1937, a recharge
basin (approximately a half-mile long and a maxi-
mum width of about 75 feet) was constructed. Wa-
ter was diverted into the basin during the non-
irrigation season every year from 1937 to 1947. The
amount of water diverted ranged from 185 to 415
acre-feet per year with an average of 310 acre-feet
per year. A total of 3,095 acre-feet were diverted
during the decade.”™ The literature does not indicate
the motivation for this experiment. However, as
with the Salt Lake Valley investigation that occurred
the previous year, the experiment took place right
after the “Dust Bowl Years” from 1931 to 1936.

“During the first few years the spreading basin ab-
sorbed the water as rapidly as it could be delivered, a
maximum rate of 3.0 cfs. Gradually, however, silt
and fine sand particles accumulated in the basin and
the rate of percolation diminished until in some
years there was flow over the spillway at the south
end of the basin.”*® There was “a general rise of
artesian pressure in wells throughout the Bountiful
district from 1936 to 1938, and available data are
inadequate to discriminate the beneficial effect of
the artificial recharge in this general rise.” Further,
the “positions and changes of the piezometric sur-
faces of the respective aquifers under natural condi-
tions prior to 1937... is not available.” Thus, the
outcome of the experiment was uncertain. The con-
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clusion was, “the beneficial effect must be inferred
from the reports of several well owners that the flow
of their wells was increased after the water spread-
H »17

ing...

City of Bountiful

Another attempt at managed aquifer recharge was
conducted by the City of Bountiful in 1941. It is
possible that, in addition to the drought, the nearby
first experiment and success in Salt Lake City gave
encouragement for this recharge effort. “The City of
Bountiful... has increased in population to the point
where existing water supplies from wells, springs,
and streams are inadequate to meet the summer de-
mand. The city lies near the eastern edge of a natu-
ral ground water reservoir ... which is tapped by
hundreds of wells. In recent years the city has en-
deavored to increase the storage of water in this arte-
sian reservoir by artificial recharge from a canyon
stream during the non-irrigation season, with the
intention of constructing wells to divert this stored
increment into the municipal water system during
periods of peak demand.”®

The approach to recharge was a little different this
time. A portion of the flow of Barton Creek was
diverted into a 1,200 foot-long canal. Eleven outlets
allowed water to flow from the canal onto the
ground. This resulted in no observable silting prob-
lems during the 7 years of operation. Water was
diverted during the non-irrigation season every year
from 1941 to 1947. The amount of water diverted
ranged from 75 to 425 acre-feet per year with an
average of 280 acre-feet per year. A total of 1,960
acre-feet was diverted during the seven years."

While this experiment had good intentions, the un-
derlying geology was not well understood. The re-
charge water went to the shallow ground water aqui-
fer. The result was substantially increased flow
from local drains. Apparently little or no water was
added to the lower aquifer from which the city was
drawing water and there was no evidence of in-
creased storage in that aquifer.

The report observes, “It is concluded that where arti-
ficial recharge is for the specific purpose of storing
water that is to be diverted subsequently from a cer-
tain aquifer by means of wells, it is essential that
proof be obtained that the water does reach that ag-
uifer. This proof requires an adequate knowledge of
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the geologic and hydrologic conditions, supple-
mented by detailed observations of the effects of the
artificial recharge.”®

Apparently there was no follow up to these early
endeavors. However, the results showed the concept
of managed aquifer recharge of ground water aqui-
fers was viable. It also showed the need for ade-
guate understanding of the geology of such projects.

Weber River Delta Near Hill Air Force Base

Some revealing studies to determine the feasibility
of managed aquifer recharge of the Weber River
Delta were done by the Bureau of Re